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SE 48TH _ST1. R.O.W. NOIJE:

| Lot A ALL WORK WITHIN SE 48TH STREET
400 058 RIGHT—OF—WAY UNDER SEPARATE PERMIT.
320 062 CITY OF SAMMAMISH RIGHT—OF—WAY PERMIT
SHALL BE OBTAINED PRIOR TO ANY WORK
WITHIN THE SE 48TH STREET.
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PROJECT INFORMATION:

TOTAL EXISTING SITE AREA: 207,249.91 S.F. (4.76 ACRES)

227TH AVE SE

22923 SE 48TH STREET ISSAQUAH, WASHINGTON
VICINITY MAP
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| /
) I 20 CONNECT TO PROPOSED SITE: ADDRESS:
— FRONTAGE IMPROVEMENTS
r“ 7,299 S.F. BY JAZZ RUN SUBDIVISION TAX PARCEL NUMBER:

PROPOSED NUMBER OF LOTS: 20

8,848 S.F.

2224069117 1”=1,000’

Conduct perimeter tree
wall with Bob Stevens
(adjacent property
owner) prior to clear and
grade along this
property line. City
Planner Peter Rosen
(425.837.3094) shall be
In attendance to confirm
consensus.

EXISTING ZONING: SF-SL

COVER SHEET

PROPOSED ZONING: SF-SL

2 L ~—70" PRIVATE i
- UTILITY ~ S_PRIVATE SURROUNDING LAND USE: LOW DENSITY RESIDENTIAL

8,242 SF. | EASEMENT  1g STORM
8.153 S.F. QASEMENT SEWER DISTRICT: SAMMAMISH PLATEAU 425-392—6256
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22923 SE 48TH STREET
ISSAQUAH, WA
PARCEL NO. 2224069117

WATER DISTRICT: SAMMAMISH PLATEAU 425—-392—6256

SCHOOL DISTRICT: ISSAQUAH NO. 411

FIRE DISTRICT: EASTSIDE FIRE AND RESCUE 425-313-3200

3

8,242"S.F. ’

EXISTING LAND COVER: MOSTLY TREES AND VEGETATION, SINGLE—FAMILY HOME

18

6,838 S.F.

SOILS TYPE: BeC, BEAUSITE GRAVELLY SANDY LOAM (TILL SOILS)
No, NORMA SANDY LOAM (ALLUVIUM)

229THAVE SE

%
909 DRAINAGE CONDITIONS: SURFACE RUNOFF, DISCHARGE SOUTH
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8,242 -S.F.

PROJECT CONTACTS:

PROPERTY OWNER.......covvviiviieiirieninnnn GGM INVESTMENTS, LLC
9675 SE 36TH STREET, SUITE 105
MERCER ISLAND, WASHINGTON 98040

W. LINE E. 660" W. 3/4 N.1/2, NW.1/4, NW. 1/4 SEC. 22-24—g

17 ]

6,839 S.F.

APPLICANT.cvcoveveeeesrevriseseseseion, GGM INVESTMENTS, LLC
9675 SE 36TH STREET, SUITE 105
MERCER ISLAND, WASHINGTON 98040
(206) 586—1147

CONTACT: CAROL ROZDAY

5

9,755 S.F.
APROX. LOC. 10" PSE . ’

UNPLATTED i senssnsnnniaiaiaiie s essenns CAROL@AMERICANCLASSICHOMES.COM

EASEMENT REC. NO.

|
‘L 5, 907965./-'. L \

CIVIL ENGINEER/SURVEYOR............... D.R. STRONG CONSULTING ENGINEERS, INC.
620 7TH AVENUE
KIRKLAND, WASHINGTON 98033
' ’ .......................................................... (425) 827-3063
/ I e CONTACT: MAHER A. JOUDI, P.E.
] g ng’ VAT E e MAHER. JOUDI@DRSTRONG.COM
15 |

7901300824

(TO BE EXTINGUISHED)

W. LINE E. 330" W. 3/4 N. 1/2, NW. 1/4, NW. 1/4 SEC. 22—24—g

GGM INVESTMENTS, LLC
9675 SE 36TH STREET, SUITE 105
MERCER ISLAND, WASHINGTON 98040
(206) 588-1147

EASEMENT WETLAND BIOLOGIST...........ccocvvvvnunnnn SEWALL WETLAND CONSULTING, INC..
PO BOX 880
FALL CITY, WASHINGTON 98024

| j
/ / (T = e e (253) 859-0515
CONTACT: ED SEWALL

|
|
9,27? S.F. | / 7,228 S.F.
e g
|

T
ESEWALL@SEWALLWC.COM

/:ijj*ff /I / « LANDSCAPE ARCHITECT....ovvueuniriuinns VARLEY VARLEY VARLEY
7/ e» / 12743 NE 170TH LANE

7,023 S.F. / / ) WOODINVILLE, WASHINGTON 98072

/ 8466 SF. 7 1 e e
/' \ .......................................................... (425) 466—9430
_ CONTACT: JEFF VARLEY

/ | Vs e issensceseesn. VARLEY_JEFF@HOTMAIL. COM
| CITY OF ISSAQUAH - ENGINEERING REVIEW

i y / / 2 % LEGAL DESCRIPTION:
Y e ' LOT 2 OF KING COUNTY SHORT PLAT NUMBER 1078046 RECORDED UNDER RECORDING NUMBER P P R 0 V E
/ 13 \S/ g / 7907101093, IN KING COUNTY, WASHINGTON.

8643 SF.

/' BASIS OF BEARINGS:
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’ 15" PRIVATE . N88'04°06”"W BETWEEN THE MONUMENTS FOUND IN PLACE AT THE NORTH QUARTER CORNER AND T . \4
/ / NORTHWEST SECTION CORNER OF SECTIO 22—24—6 PER KING COUNTY DEPARTMENT OF PUBLIC ALL WORK SUBJECT \6\’
2
Q

g ’/ / / ! STORM WORKS SURVEY BRANCH CONTROL POINTS 2266 AND 2267 : :
% l /I / I ‘ / EASEMENT . TO FIELD INSPECTION
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6,057 S.F.

KING COUNTY SHORT PLAT
NO. 780451
REC. NO. 8608281070

) / / VERTICAL DATUM:

/ / NAVD 88 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH (KCPWSB) VERTICAL CONTROL
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5,261 SF. /| | 9,355 S.F.
/ 12.5', PRIVATE
[

/ /
/ / / v = . . ,r:p-/
r " e kN / BENCHMARK:

HORIZONTAL DATUM:

A NN
/ NAD 83/91 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH (KCPWSB) HORIZONTAL CONTROL

STORM EASEMENT
s T e

=X
/ 1. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2267, FOUND

/ /\ 2. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2266, FOUND
MONUMENT AT THE NORTH QUARTER CORNER OF SECTION 22—-24—6 ELEVATION = 397.51 FEET.

/ONTE
/ ' — REFERENCES:

\ & 1. THE PLAT OF RIVENWOOD RECORDED IN VOLUME 269 OF PLATS, PAGES 41 THROUGH 46
UNDER RECORDING NUMBER 201505515000162.

MONUMENT AT THE NORTHWEST CORNER OF SECTION 22-24—6 ELEVATION = 474.19 FEET.
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5,727 S.F. / | “““: 1/
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10" PRIVATE :

STORM. EASEMENT. |7, ’

TRACT "C" 2. THE PLAT OF CAMBRIA RECORDED IN VOLUME 143 OF PLATS PAGES 80 THROUGH 83 UNDER
RECORDING NUMBER 8812070222, CORRECTED BY AFFIDAVIT OF CORRECTION RECORDED UNDER

SENSITIVE AREA
\ 28,840 S.F. : RECORDING NUMBER 20000215000122.

/ \ 3. RECORD OF SURVEY RECORDED IN VOLUME 149 OF SURVEYS PAGE 275 UNDER RECORDING
\ NUMBER 20020108900003.
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NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.

HAWK ESTATES

2014 GENERAL NOTES FOR ISSAQUAH ROADS AND UTILITIES:

PLNO0O6-00089

1. GENERAL

1.1. CONTRACTORS SHALL LIMIT ALL CONSTRUCTION ACTIVITIES AND HEAVY EQUIPMENT OPERATION TO BETWEEN 7.00 AM AND 6:00 PM MONDAY THROUGH FRIDAY UNLESS ALTERNATIVE
HOURS ARE APPROVED BY DSD.

1.2. CONTRACTORS SHALL HAVE A CITY OF ISSAQUAH BUSINESS LICENSE.

1.3. CONTRACTORS SHALL HAVE COPIES OF THE APPROVED PLANS, APPLICABLE CITY STANDARDS, AND THE SPILL RESPONSE PLAN ON—SITE AT ALL TIMES. THE "CITY STANDARDS" REFER
TO THE CITY OF ISSAQUAH STREET STANDARDS DATED 2010, CITY OF ISSAQUAH WATER STANDARDS DATED OCTOBER 2013, AND CITY OF ISSAQUAH SEWER STANDARDS DATED 1988
AND REVISED 2005. GENERAL STANDARD DETAILS AND APPROVED MATERIALS LIST CAN CURRENTLY BE FOUND IN THE WATER STANDARDS AND APPLY TO ALL PROJECT ELEMENTS.
SOME OF THESE CITY STANDARDS HAVE NOT BEEN STAMPED BY A PROFESSIONAL ENGINEER AND, PER WAC 196—23—020, THEY ARE PROVIDED AS ENGINEERING DESIGN AIDS ONLY.
CONTRACTORS SHALL CONTACT THE ENGINEER AND DSD PRIOR TQ USING ANY ELEMENTS OF THE CITY STANDARDS THAT ARE NOT SPECIFICALLY CALLED OUT IN THE GENERAL NOTES
FOR ISSAQUAH ROADS & UTILITIES OR SHOWN ON THE PLANS & SPECIFICATIONS. CITY STANDARDS SHALL NOT BE APPROVED FOR USE UNLESS THEY ARE SPECIFICALLY REFERENCED
IN THE APPROVED CONSTRUCTION PLANS OR THROUGH A DESIGN CHANGE APPROVED BY DSD.

1.4. CONTRACTORS SHALL REFUEL ALL EQUIPMENT ON-SITE USING DSD APPROVED METHODS AND PROCEDURES.

1.5. CONTRACTORS SHALL PROVIDE DSD INSPECTOR WITH A MATERIALS LIST A MINIMUM OF TEN WORKING DAYS BEFORE INSTALLATION. THE LIST SHALL INCLUDE MANUFACTURER AND/OR
MODEL NUMBER (IF APPLICABLE) OF MATERIAL AND EQUIPMENT TO BE INSTALLED. THE MANUFACTURER’S TECHNICAL SPECIFICATIONS FOR PIPE, APPURTENANCES AND EQUIPMENT
SHALL BE SUPPLIED TO DSD UPON REQUEST.

1.6. CONTRACTORS SHALL LAY ALL WATER, SEWER AND STORM DRAINAGE PIPELINES "UP—HILL” STARTING AT THE LOWEST MAIN ELEVATION. THE MAIN SHALL BE POSITIONED SO THAT THE
BELL END IS ON THE HIGHER SIDE OF THE PIPE SEGMENT AND THE PLAIN END INSERTED INTO THE BELL END. PIPE ENDS SHALL NOT BE DRIVEN HOME, BUT SHALL BE POSITIONED
WITH ADEQUATE ROOM FOR THERMAL EXPANSION OF THE PIPE NETWORK WITHOUT BUCKLING OR COMPRESSION OF THE JOINTS.

1.7. CONTRACTORS SHALL PLACE TRENCH BACKFILL IN UNIFORM LOOSE LIFTS NOT EXCEEDING 12_INCHES IN THICKNESS IN NON—TRAVELED AREAS OR 6-INCHES IN TRAVELED AREAS.
TRENCH BACKFILL LOCATED BETWEEN THE BOTTOM OF THE PIPE AND 6—INCHES ABOVE THE PIPE CROWN SHALL NOT CONTAIN ROCKS LARGER THAN 3—INCHES IN DIAMETER. TRENCH
BACKFILL LOCATED ABOVE THE PIPE ZONE SHALL MEET WSDOT SPEC. 9-03.14(3) OR AS APPROVED BY DSD. TRENCH BACKFILL LOCATED WITHIN THE TOP 4—FEET SHALL BE
COMPACTED TO A MINIMUM OF 95 PERCENT OF THE SOIL'S MAXIMUM DRY DENSITY AS DETERMINED USING MODIFIED PROCTOR. COMPACTION TESTING IN TRENCHES GREATER THAN 4
FT. IN DEPTH MAY BE ACCOMPLISHED BY MAINTAINING A COMPACTION PATTERN PROVEN TO MEET COMPACTION REQUIREMENTS. ALL NON WSDOT SPEC. MATERIAL SHALL INCLUDE
GRADATION REPORT FOR DSD REVIEW AND APPROVAL PRIOR TO PLACEMENT.

1.8. CONTRACTORS SHALL NOT INSTALL ABOVE GROUND COPPER OR GALVANIZED MATERIALS OTHER THAN VAULT LIDS OR OTHER DSD APPROVED ITEMS.

1.9. DEVELOPER SHALL CONTRACT WITH A GEO—TECHNICAL ENGINEER LICENSED IN THE STATE OF WASHINGTON TO SUPERVISE ALL TRENCH AND ROADWAY BACKFILL AND SIGNIFICANT
GRADING ACTIVITIES. CONSTRUCTION RECORDS OF SOIL PLACEMENT AND COMPACTION TESTING SHALL BE TRANSMITTED TO DSD ON A WEEKLY BASIS. ALL TESTS SHALL INCLUDE A
MAP SHOWING THE TESTING LOCATION, THE ISSAQUAH SW (FORMERLY PUB) # AND NAME OF PLAN SET USED FOR CONSTRUCTION. A SEPARATE REPORT SHALL BE ISSUED FOR EACH
SW #

1.10. DEVELOPER SHALL SCHEDULE A PRE—CONSTRUCTION MEETING WITH DSD PRIOR TO ANY CONSTRUCTION ACTIVITY.

1.71. THE FOLLOWING ORDER OF PRECEDENCE SHALL APPLY IF THERE ARE INCONSISTENCIES BETWEEN THE DIFFERENT ELEMENTS OF THE CONSTRUCTION PLANS: 1) DSD APPROVED FIELD
CHANGES, 2) DSD APPROVED DESIGN CHANGES, 3) DSD APPROVED PLANS & SPECIFICATIONS, 4) GENERAL NOTES FOR ISSAQUAH ROADS & UTILITIES, AND 5) WSDOT STANDARD
SPECIFICATIONS FOR ROAD, BRIDGE AND MUNICIPAL CONSTRUCTION, CURRENT EDITION.

4. STORMWATER

4.1 CONTRACTORS SHALL CONSTRUCT STORM PIPELINES AS IDENTIFIED ON THE APPROVED MATERIALS LIST. PIPE SHALL BE RATED FOR H20 SURFACE LOADS WHEN INSTALLED IN AREAS
SUBJECT TO TRAFFIC.

4.2 CONTRACTORS SHALL INSTALL VANE TYPE CATCH BASIN GRATES UNLESS OTHERWISE NOTED.

4.3 CONTRACTORS SHALL INSTALL A 2X4 POST STENCILED "STORM™ IN 2—INCH LETTERS WITH THE ELEVATION OF THE STUB INVERT PERMANENTLY MARKED. MARKER TO BE ATTACHED TO
PIPE INVERT WITH MINIMUM 12 GAUGE WIRE. CONTRACTOR  SHALL EXPOSE, SURVEY, AND BACKFILL ALL STUBS INSTALLED WITHOUT 2X4 POSTS AND INVERT ELEVATIONS. PROVIDING
THE DEPTH TO THE STUB IS NOT ACCEPTABLE. CONTRACTOR MUST PROVIDE ACTUAL INVERT ELEVATION.

5. SIREETS & SIDEWALKS

5.1 CONTRACTORS SHALL INSTALL PERMANENT ROADWAY MONUMENTS AT ALL PCS, PT'S AND AT INTERSECTIONS. THE MONUMENTS SHALL BE IN ACCORDANCE WITH CITY STANDARD
DETAILS.

5.2 CONTRACTORS SHALL COMPACT ROADWAY SUBGRADE IN UNIFORM LOOSE LIFTS NOT EXCEEDING 12 INCHES AND COMPACTED TO A MINIMUM OF 95 PERCENT OF THE SOIL’S MAXIMUM
DRY DENSITY AS DETERMINED USING MODIFIED PROCTOR. RECYCLED ASPHALT PAVEMENT AND MINERAL AGGREGATE MAY BE USED FOR ROAD SUBGRADE IF APPROVED BY THE
GEOTECHNICAL ENGINEER PRIOR TO PLACEMENT. ALL SUBGRADE SHALL BE INSPECTED BY DSD PRIOR TO PLACEMENT OF BASE COURSE AND OTHER ROADWAY MATERIALS. HOT MIX
ASPHALT SHALL BE COMPACTED TO 92% OF THE MAXIMUM DENSITY.

5.3 CONTRACTORS SHALL REQUEST A PRE—FINAL LIFT (WEARING COURSE) INSPECTION FROM THE DSD A MINIMUM OF ONE BUSINESS DAY PRIOR TO FINAL LIFT PLACEMENT. THE DSD WILL
INSPECT AND APPROVE THE ATB SURFACE PRIOR TO INSTALLATION OF THE FINAL LIFT. FINAL LIFT PAVING THAT IS PLACED WITHOUT DSD INSPECTION IS SUBJECT TO REMOVAL AND
REPAIR AT THE CONTRACTOR’S SOLE COST.

5.4 DEVELOPER SHALL CONTRACT WITH A GEO—TECHNICAL ENGINEER LICENSED IN THE STATE OF WASHINGTON TO TEST THE SUBGRADE AT 200’ MINIMUM SPACING FOR COMPLIANCE WITH
THE COMPACTION STANDARD.

5.5 CONTRACTORS SHALL INSTALL CONCRETE SIDEWALKS WITH A BROOM FINISH AND 4—-INCH SHINERS AT ALL EXPANSION JOINTS AND ALL EXPOSED EDGES, UNLESS OTHERWISE NOTED.
SIDEWALKS SHALL BE 6—INCH MINIMUM THICKNESS WHERE SUBJECT TO TRAFFIC LOADS AND 4—INCH MINIMUM THICKNESS ELSEWHERE. EXPANSION JOINTS SHALL BE PLACED NO MORE
THAN 20—FEET APART. CONCRETE SHALL BE PLACED OVER 4—INCHS OF COMPACTED SUBGRADE CONFORMING TO WSDOT 9—03.9(3).

5.6 CONTRACTORS SHALL REQUEST A PRE—POUR INSPECTION IN WRITING FROM DSD A MINIMUM OF ONE BUSINESS DAY PRIOR TO POURING ANY WHEELCHAIR RAMPS. DSD WILL INSFECT
AND APPROVE THE WHEELCHAIR RAMP FORMS FOR ALIGNMENT BY SIGNING THE CONTRACTOR’S RED—LINE PLANS. WHEELCHAIR RAMPS THAT ARE POURED WITHOUT DSD INSPECTOR
WRITTEN APPROVAL ARE SUBJECT TO REMOVAL AND REPLACEMENT AT THE CONTRACTOR'S SOLE COST. INSPECTION FOR ADA COMPLIANCE WILL BE CONDUCTED FOLLOWING THE
CONCRETE POUR AND CURE.

5.7 SIDEWALKS, RAMPS, AND DRIVEWAYS THAT PROVIDE PEDESTRIAN ACCESSIBLE ROUTES SHALL COMPLY WITH THE FOLLOWING: CHANGES IN LEVEL UP TO J4—INCH MAY BE VERTICAL AND
WITHOUT EDGE TREATMENT, CHANGES IN LEVEL BETWEEN Y_INCH AND %—INCH SHALL BE BEVELED WITH A SLOPE NO GREATER THAN 1V:2H, CHANGES IN LEVEL GREATER THAN
J—INCH SHALL NOT BE ALLOWED.

6. CLEARING, GRADING AND EARTHWORK

6.1 CONTRACTORS MAY WORK USING THE APPROVED TESC MEASURES SHOWN ON THE PLANS.. CONTRACTORS SHALL KEEP ALL ROADWAYS CLEAN AND FREE OF SEDIMENT, MUD, ROCK AND
DEBRIS.

6.2 CONTRACTORS SHALL COMPACT ALL BUILDING AND PAVEMENT AREAS LOCATED OUTSIDE OF PUBIC RIGHTS—OF—WAYS IN UNIFORM LOOSE LIFTS NOT EXCEEDING 12 INCHES AND SHALL
BE COMPACTED TO A MINIMUM OF 95 PERCENT OF THE SOIL’S MAXIMUM DRY DENSITY AS DETERMINED USING MODIFIED PROCTOR.
1. TESC COORDINATION

a.THE APPLICANT MUST DESIGNATE A TESC SUPERVISOR WHO SHALL BE RESPONSIBLE FOR THE PERFORMANCE, MAINTENANCE, AND REVIEW OF TESC MEASURES AND FOR COMPLIANCE
WITH ALL PERMIT CONDITIONS RELATING TO TESC. THE TESC SUPERVISOR SHALL BE A CERTIFIED EROSION AND SEDIMENT CONTROL LEAD AS DEFINED BY THE DEPARTMENT OF
ECOLOGY. NOTE: THE APPLICANT IS ULTIMATELY RESPONSIBLE FOR PERMIT COMPLIANCE, REGARDLESS OF WHO HIRES THE TESC SUPERVISOR.

b.AN ONSITE TESC PRECONSTRUCTION MEETING SHALL BE HELD BEFORE ANY WORK BEGINS TO REVIEW IMPLEMENTATION OF THE TESC PLANS.

c. ANY PERMANENT FLOW CONTROL OR WATER QUALITY FACILITY USED AS A TEMPORARY SETTLING BASIN SHALL BE MODIFIED WITH THE NECESSARY EROSION CONTROL MEASURES AND
SHALL PROVIDE ADEQUATE STORAGE CAPACITY. INFILTRATION FACILITIES SHALL NOT BE USED FOR TESC.

2.TESC INSTALLATION
a.TESC FACILITIES ARE REQUIRED YEAR ROUND.
b.A TESC FIELD PRECON IS REQUIRED WITH THE DSD INSPECTOR FPRIOR TO CONSTRUCTION.

c.THE TESC FACILITIES REQUIRED BY THE PERMIT MUST BE CONSTRUCTED PRIOR TO OR IN CONJUNCTION WITH ALL CLEARING AND GRADING SO AS TO ENSURE THAT THE
SEDIMENT—LADEN WATER DOES NOT ENTER THE CITY DRAINAGE SYSTEM, SURFACE WATERS, OR WETLANDS. ADJACENT PROPERTIES SHALL BE PROTECTED FROM SEDIMENT—-LADEN
RUNOFF.

d.THE BOUNDARIES OF ANY CLEARING LIMITS AND TREE PROTECTION INCLUDED IN THE PLAN SHALL BE CLEARLY FLAGGED BY SURVEY TAPE OR FENCING PRIOR TO CONSTRUCTION. NO
DISTURBANCE BEYOND THE CLEARING LIMITS IS ALLOWED. THE CLEARING LIMITS SHALL BE MAINTAINED BY THE TESC SUPERVISOR FOR THE DURATION OF CONSTRUCTION, UNTIL FINAL
LANDSCAPING OR OTHER PERMANENT SITE STABILIZATION.

e. ANY STABILIZED CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT THE BEGINNING OF CONSTRUCTION AND MAINTAINED FOR THE DURATION OF THE PROJECT. ONSITE ROADS AND
PAVED AREAS SHALL BE KEPT CLEAN TO MINIMIZE TURBIDITY IN RUNOFF. ADDITIONAL MEASURES, SUCH AS CONSTRUCTED WHEEL WASH SYSTEMS OR WASH PADS, SHALL BE
REQUIRED IF NEEDED TO ENSURE SEDIMENT IS NOT TRACKED OUT TO CITY STREETS. ANY DIRT TRACKED ONTO CITY STREETS SHALL BE SWEPT AS NEEDED OR AS DIRECTED BY THE
CITY OF ISSAQUAH. STREET SWEEPING IS NOT CONSIDERED A TESC MEASURE.

f. TESC MEASURES SHALL BE APPLIED IN ACCORDANCE WITH APPENDIX D OF THE KING COUNTY SURFACE WATER DESIGN MANUAL, "EROSION AND SEDIMENT CONTROL STANDARDS”. FOR
EXAMPLE, FOR STRAW MULCH, THE MINIMUM THICKNESS IS 2 TO 3 INCHES.

g-ANY AREAS OF EXPOSED SOILS, INCLUDING ROADWAY EMBANKMENTS, THAT WILL NOT BE DISTURBED FOR TWO CONSECUTIVE DAYS DURING THE WET SEASON (OCT 1 TO APRIL 30) OR
SEVEN DAYS DURING THE DRY SEASON (MAY 1 TO SEPT 30) SHALL BE IMMEDIATELY STABILIZED WITH APPROVED TESC METHODS (E.G. SEEDING, MULCHING, PLASTIC COVERING, ETC.).
THESE TIME LIMITS MAY BE MODIFIED BY THE CITY TO ADDRESS SPECIFIC SITE CONDITIONS.

h.PRIOR TO THE BEGINNING OF THE WET SEASON (OCT 1), ALL DISTURBED AREAS SHALL BE REVIEWED TO IDENTIFY WHICH ONES CAN BE SEEDED OR OTHERWISE COVERED IN
PREPARATION FOR THE WINTER RAINS. [F COVER MEASURES ARE NOT ESTABLISHED BY OCT 1, ADDITIONAL TESC MEASURES SHALL BE REQUIRED.

3. TURBIDITY MONITORING:
a.DISCHARGE FROM THE PROJECT SITE SHALL NOT EXCEED THE NTU LIMIT AT ALL TIMES UP TO THE 10 YEAR/24 HOUR STORM EVENT. THIS EVENT IS DEFINED AS 3.5 INCHES OF

RAINFALL OVER A 24 HOUR PERIOD, AS MEASURED AT THE CITY'S RAIN GAGE. THE DISCHARGE LIMIT TO A NATURAL WATER BODY IS 5 NTU OVER BACKGROUND, OTHERWISE THE
LIMIT SHALL BE BE 100 NTU. EXCEEDANCE OF THE NTU LIMIT IS CONSIDERED A VIOLATION OF THE PERMIT AND IS SUBJECT TO STOP WORK AND CODE VIOLATION PENALTIES.

b.THE CITY OF ISSAQUAH WILL MEASURE THE TURBIDITY OF THE DISCHARGE AT THE DESIGNATED MONITORING POINTS TO VERIFY COMPLIANCE WITH THE DISCHARGE LIMIT. THE TESC
SUPERVISOR SHALL BE NOTIFIED OF DISCHARGES ABOVE BACKGROUND OR 25 NTUS AS APPLICABLE, SO THAT ACTION CAN BE TAKEN TO KEEP DISCHARGES BELOW THESE THRESHOLD
LEVELS. FOR PROJECT SITES WHERE DESIGNATING A MONITORING POINT IS NOT FEASIBLE (E.G. FLAT SITES), THE MONITORING LOCATIONS WILL BE AT THE DISCRETION OF THE CITY OF
ISSAQUAH.

c. MONITORING POINTS SHALL BE READILY ACCESSIBLE TO THE CITY OF ISSAQUAH AT ALL TIMES FOR ALL PHASES OF CONSTRUCTION.
4. ROUTINE TESC MAINTENANCE

a.THE TESC FACILITIES SHALL BE INSPECTED BY THE TESC SUPERVISOR DAILY OR MORE OFTEN DURING RAINFALL, AND MAINTAINED TO ENSURE PROPER FUNCTIONING. WRITTEN
DOCUMENTATION IS REQUIRED FOR DISCHARGES ABOVE THE THRESHOLD LEVELS AND SHALL BE READILY AVAILABLE AT THE PROJECT SITE.

b.THE TESC FACILITIES SHOWN ON THIS PLAN ARE THE MINIMUM REQUIREMENTS FOR ANTICIPATED SITE CONDITIONS. DURING THE CONSTRUCTION PERIOD, THESE TESC FACILITIES SHALL
BE MODIFIED AS NEEDED FOR UNEXPECTED STORM EVENTS OR OTHER UNFORESEEN CIRCUMSTANCES, AND TO ACCOUNT FOR CHANGING SITE CONDITIONS (E.G. ADDITIONAL COVER
MEASURES, ADDITIONAL SUMP PUMPS, RELOCATION OF DITCHES AND SILT FENCES, PERIMETER PROTECTION ETC.).

c.THE TESC SUPERVISOR SHALL NOTIFY THE CITY OF ISSAQUAH PRIOR TO PUMPING ANY DISCHARGE OFFSITE OR TO CRITICAL AREAS.
d.TESC FACILITIES ON INACTIVE SITES SHALL BE INSPECTED AND MAINTAINED A MINIMUM OF ONCE A MONTH OR WITHIN 24 HOURS FOLLOWING A STORM EVENT.
5.UPDATED TESC PLANS

a.REVISED TESC PLANS SHALL BE SUBMITTED TO THE CITY OF ISSAQUAH FOR REVIEW AND APPROVAL PRIOR TO SIGNIFICANT REVISIONS TO TESC MEASURES ARE NEEDED TO ADDRESS
PROJECT PHASING OR CHANGED CONDITIONS.

b.FAILURE TO PROVIDE AND MAINTAIN APPROVED TESC FACILITIES AT CONSTRUCTION SITES IS CONSIDERED A VIOLATION OF THE PERMIT AND IS SUBJECT TO STOP WORK AND CODE
VIOLATION PENALTIES.

6.0THER POLLUTION CONTROL MEASURES

a.THE CONTRACTOR SHALL USE THE APPROPRIATE POLLUTION CONTROL MEASURES TO ENSURE THAT NO LIQUID PRODUCTS OR CONTAMINATED WATER (SUCH AS RUNOFF FROM
CONCRETE SLURRY) ENTERS THE STORM DRAINAGE SYSTEM, SURFACE WATERS, OR OTHERWISE LEAVES THE PROJECT SITE.

/. RECORD DRAWINGS

7.1. CONTRACTORS SHALL MAINTAIN HAND DRAWN RED—LINES, FIELD NOTES AND PHOTOGRAPHS ("FIELD DOCUMENTATION”) OF ALL IMPROVEMENTS AS THE WORK PROGRESSES.
CONTRACTOR’S FIELD DOCUMENTATION SHALL BE MAINTAINED ONSITE AND SHALL BE AVAILABLE AT ALL TIMES FOR DSD REVIEW. THE DSD INSPECTOR WILL PERIODICALLY REVIEW THE
CONTRACTOR’S FIELD DOCUMENTATION AND WILL STOP WORK IF THE CONTRACTOR IS NOT MAINTAINING ADEQUATE RECORDS.

7.2. CONTRACTORS SHALL CONTRACT WITH A PROFESSIONAL SURVEYOR LICENSED IN THE STATE OF WASHINGTON TO ACQUIRE ALL OF THE FIELD DATA REQUIRED TO CREATE THE RECORD

DRAWINGS. THE CONTRACTOR'S SURVEYOR SHALL BE THE SURVEYOR OF RECORD FOR THE RECORD DRAWINGS. ALL FIELD LOCATIONS SHALL BE TIED TO AN EASILY MEASURED
OBJECT IN THE FIELD SUCH AS LIGHT POLE, MANHOLE, CATCH BASIN, CURB HUB, ETC.

7.3. DEVELOPER SHALL CONTRACT WITH A PROFESSIONAL ENGINEER LICENSED IN THE STATE OF WASHINGTON TO PREPARE THE RECORD DRAWINGS. THE RECORD DRAWINGS SHALL FOLLOW
THE SAME GENERAL FORMAT AS THE APPROVED CONSTRUCTION DRAWINGS AND THEY SHALL CONSIST OF A CLEAN SET OF MYLAR PRINTS WITH ALL CONSTRUCTION NOTES REMOVED
AND NO CROSS—OUTS. RECORD DRAWINGS SHALL BE GENERATED USING THE FOLLOWING INFORMATION:

7.3.1. CONTRACTOR SUPPLIED SURVEY INFORMATION
7.3.2. CONTRACTOR'S FIELD DOCUMENTATION.
7.3.3. ENGINEER'S FIELD DOCUMENTATION.
7.3.4. DSD INSPECTOR’S FIELD DOCUMENTATION.
7.3.5. FIELD CHANGES AND DESIGN CHANGES.
7.3.6. THE APPROVED CONSTRUCTION DRAWINGS.
7.4. EACH SHEET OF THE RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING STATEMENTS AND SHALL BE STAMPED AND SIGNED BY THE ENGINEER OF RECORD AND THE SURVEYOR OF

RECORD:
7.4.1. THE SURVEYOR OF RECORD SHALL SIGN THE FOLLOWING STATEMENT ON EACH SHEET OF THE RECORD DRAWINGS:
" (THE SURVEYOR OF RECORD) HEREBY CERTIFY THAT THE SURVEY INFORMATION SHOWN ON THESE RECORD DRAWINGS ACCURATELY REFLECTS THE FIELD

CONDITIONS AS OF

7.4.2. THE ENGINEER OF RECORD SHALL SIGN THE FOLLOWING STATEMENT ON EACH SHEET OF THE RECORD DRAWINGS:
" (THE ENGINEER OF RECORD) HEREBY CERTIFY THAT THE FACILITIES SHOWN ON THESE RECORD DRAWINGS MEET THE INTENT OF THE
DESIGN.

THE INFORMATION SHOWN ON THESE RECORD DRAWINGS WAS COMPILED FROM THE FOLLOWING SOURCES: 1) SURVEY OF VISIBLE FEATURES, 2) CONTRACTOR NOTES, RED—LINES AND
SURVEY DATA, 3) DSD INSPECTOR COMMENTS, AND 4) APPROVED CONSTRUCTION PLANS. THE ENGINEER OF RECORD CERTIFYING THESE RECORD DRAWINGS HAS NOT WITNESSED ALL
ELEMENT OF CONSTRUCTION AND IS NOT RESPONSIBLE FOR ERRORS OR OMISSIONS IN DATA PROVIDED BY THE CONTRACTOR, THE DSD OR THE SURVEYOR OF RECORD.”

7.5. SANITARY SEWER RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE
SPECIFIC PROJECT FEATURES, THE ENGINEER OF RECORD FEELS IS WARRANTED:

7.5.1. SEWER PIPELINE PLAN AND PROFILES WITH PIPE MATERIAL, SIZE, LOCATION, SLOPE, AND LENGTH.
7.86.2. MANHOLE TYPE, SIZE, LOCATION, RIM ELEVATION, INVERT ELEVATIONS, AND DROP STRUCTURES FEATURES.
7.5.3. SIDE SEWER MATERIAL, SIZE, LOCATION, AND INVERT ELEVATION.

7.6. WATER RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE SPECIFIC
PROJECT FEATURES, THE ENGINEER OF RECORD FEELS IS WARRANTED:

7.6.1. WATER PIPELINE PLAN WITH PIPE MATERIAL, SIZE, LOCATION AND LENGTH.

7.6.2. WATER VALVE TYPE, MANUFACTURE DATE, SIZE, INVERT ELEVATION AND LOCATION.

7.6.3. WATER FITTING TYPE, SIZE, INVERT ELEVATION, BLOCKING DIMENSION AND LOCATION.

7.6.4. WATER MAIN INVERT ELEVATIONS AT 50° SPACING FOR ALL PIPE INSTALLED AT A DEPTH GREATER THAN 5.
7.6.5. TYPE AND LOCATION OF THRUST RESTRAIN SYSTEM.

7.6.6. FIRE HYDRANT LOCATION.

7.6.7. BLOW-OFF SIZE AND LOCATION.

7.6.8. AIR & VACUUM RELIEF VALVE SIZE AND LOCATION.

7.6.9. WATER METER SIZE AND LOCATION.

7.7. STORM RECORD DRAWINGS SHALL INCLUDE THE FOLLOWMING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE SPECIFIC
PROJECT FEATURES, THE ENGINEER OF RECORD FEELS IS WARRANTED:

7.7.1. STORM PIPELINE PLAN AND PROFILES WITH PIPE MATERIAL, SIZE, LOCATION, SLOPE, AND LENGTH.

7.7.2. CATCH BASIN TYPE, SIZE, LOCATION, RIM ELEVATION, AND INVERT ELEVATIONS.

7.7.3. FLOW CONTROL STRUCTURE TYPE, SIZE, LOCATION, RIM ELEVATION, ORIFICE SIZE, OVERFLOW ELEVATIONS, ETC.
7.7.4. LOT DRAIN SIZE, LOCATION AND INVERT ELEVATION.

7.7.5. RETENTION/DETENTION SYSTEM PLAN AND PROFILES WITH VOLUME, OPERATING LEVELS, OVERFLOW ELEVATIONS, AND OTHER PERTINENT ENGINEERING AND OPERATIONAL FEATURES
AND COMPONENTS.

7.8. ROADWAY RECORD DRAWINGS SHALL INCLUDE THE FOLLOWING INFORMATION PLUS ANY ADDITIONAL INFORMATION THAT, BASED ON GOOD ENGINEERING PRACTICES AND THE SPECIFIC
PROJECT FEATURES, THE ENGINEER OF RECORD FEELS IS WARRANTED:

7.8.1. CENTERLINE PROFILE WITH ELEVATIONS AT INTERSECTIONS, PVI’S, BVC'S, AND EVC'S, INCLUDE VERTICAL CURVE DATA.

7.8.2. GUTTER LINE ELEVATIONS AT Y% POINTS OF INTERSECTION RADIUS RETURNS, INCLUDE CURVE DATA, AND AT ROADWAY WIDTH TRANSITION POINTS.
7.8.3. CHANNELIZATION TYPE AND LOCATION.

7.8.4. SIGNAGE TYPE AND LOCATION.

7.8.5. ILLUMINATION TYPE AND LOCATION.

7.8.6. RIGHT-OF—-WAY MONUMENTATION

8. SITE SAFETY
8.1. CONTRACTORS SHALL COMPLY WITH ALL APPLICABLE LOCAL, STATE AND FEDERAL AGENCY SAFETY STANDARDS.
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EXISTING LEGEND:

BASIS OF BEARINGS:

N88°04°06”W BETWEEN THE MONUMENTS FOUND IN PLACE AT THE NORTH QUARTER CORNER AND NORTHWEST
SECTION CORNER OF SECTIO 22—24—6 PER KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH
CONTROL POINTS 2266 AND 2267

VERTICAL DATUM:

NAVD 88 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH (KCPWSB) VERTICAL CONTROL

VERTICAL DATUM:

NAD 83/91 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH (KCPWSB) HORIZONTAL CONTROL

BENCHMARK:

1. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2267, FOUND MONUMENT
AT THE NORTHWEST CORNER OF SECTION 22—-24—6 ELEVATION = 474.19 FEET.

2. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2266, FOUND MONUMENT
AT THE NORTH QUARTER CORNER OF SECTION 22—-24—6 ELEVATION = 397.51 FEET.

REFERENCES:

1. THE PLAT OF RIVENWOOD RECORDED IN VOLUME 269 OF PLATS, PAGES 41 THROUGH 46 UNDER
RECORDING NUMBER 201505515000162.

2. THE PLAT OF CAMBRIA RECORDED IN VOLUME 143 OF PLATS PAGES 80 THROUGH 83 UNDER RECORDING
NUMBER 8812070222, CORRECTED BY AFFIDAVIT OF CORRECTION RECORDED UNDER RECORDING NUMBER
20000215000122.

J. RECORD OF SURVEY RECORDED IN VOLUME 149 OF SURVEYS PAGE 275 UNDER RECORDING NUMBER
20020108900003.

LEGAL DESCRIPTION:

LOT 2 OF KING COUNTY SHORT PLAT NUMBER 1078046 RECORDED UNDER RECORDING NUMBER
7907101093, IN KING COUNTY, WASHINGTON.

SURVEYOR'S NOTES:

1. ALL TITLE INFORMATION SHOWN ON THIS MAP HAS BEEN EXTRACTED FROM FIRST AMERICAN TITLE
INSURANCE COMPANY COMMITMENT FOR TITLE INSURANCE THIRD REPORT ORDER NUMBER 4243—-2475472
DATED AUGUST 6, 2015. IN PREFPARING THIS MAP, D.R. STRONG CONSULTING ENGINEERS INC. HAS
CONDUCTED NO INDEPENDENT TITLE SEARCH NOR IS D.R. STRONG CONSULTING ENGINEERS INC. AWARE OF
ANY TITLE ISSUES AFFECTING THE SURVEYED PROPERTY OTHER THAN THOSE SHOWN ON THE MAP AND
DISCLOSED BY REFERENCED FIRST AMERICAN TITLE INSURANCE COMPANY COMMITMENT. D.R. STRONG
CONSULTING ENGINEERS INC. HAS RELIED WHOLLY ON FIRST AMERICAN TITLE COMPANY REPRESENTATIONS OF
THE TITLE'S CONDITION TO PREPARE THIS SURVEY AND THEREFORE D.R. STRONG CONSULTING ENGINEERS INC.
QUALIFIES THE MAP’S ACCURACY AND COMPLETENESS TO THAT EXTENT.

2. THIS SURVEY REPRESENTS VISIBLE PHYSICAL IMPROVEMENT CONDITIONS EXISTING ON AUGUST 12, 2015.
ALL SURVEY CONTROL INDICATED AS "FOUND” WAS RECOVERED FOR THIS PROJECT IN AUGUST, 2015.

3. PROPERTY AREA = 207,250+ SQUARE FEET (4.7578+ ACRES).

4. ALL DISTANCES ARE IN FEET.

5. THIS IS A FIELD TRAVERSE SURVEY. A LEICA FIVE SECOND COMBINED ELECTRONIC TOTAL STATION WAS
USED TO MEASURE THE ANGULAR AND DISTANCE RELATIONSHIPS BETWEEN THE CONTROLLING
MONUMENTATION AS SHOWN. CLOSURE RATIOS OF THE TRAVERSE MET OR EXCEEDED THOSE SPECIFIED IN
WAC 332—-130—-090. ALL MEASURING INSTRUMENTS AND EQUIPMENT ARE MAINTAINED IN ADJUSTMENT
ACCORDING TO MANUFACTURER'S SPECIFICATIONS.

6. UTILITES OTHER THAN THOSE SHOWN MAY EXIST ON THIS SITE. ONLY THOSE UTILITIES WITH EVIDENCE OF
THEIR INSTALLATION VISIBLE AT GROUND SURFACE ARE SHOWN HEREON. UNDERGROUND UTILITY LOCATIONS
SHOWN ARE APPROXIMATE ONLY. UNDERGROUND CONNECTIONS ARE SHOWN AS STRAIGHT LINES BETWEEN
SURFACE UTILITY LOCATIONS BUT MAY CONTAIN BENDS OR CURVES NOT SHOWN. SOME UNDERGROUND
LOCATIONS SHOWN HEREON MAY HAVE BEEN TAKEN FROM PUBLIC RECORDS. D.R. STRONG CONSULTING
ENGINEERS INC. ASSUMES NO LIABILITY FOR THE ACCURACY OF PUBLIC RECORDS.

TITLE RESTRICTIONS:

&

(o]
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EDGE OF PAVEMENT

1. THIS SITE IS SUBJECT TO FACILITY CHARGES, IF ANY, INCLUDING BUT NOT LIMITED TO HOOK—-UP, OR
CONNECTION CHARGES AND LATECOMER CHARGES FOR SEWER, WATER AND PUBLIC FACILITIES OF SAMMAMISH
PLATEAU WATER AND SEWER DISTRICT AS DISCLOSED BY INSTRUMENT RECORDED UNDER RECORDING NUMBER
9307301617, 9811051363, 20040414002865, 20041201000040, 20060126001770, 20110106000751,
20110106000800, 20110106000801, 20110106000802, 20130917002142, 20130917002143, 20130917002144,
20130917002145, 20141201000777, 20141201000778, 20141201000779 AND 20141201000780.

2. THIS SITE IS SUBJECT TO TERMS AND PROVISIONS OF AN EASEMENT IN FAVOR OF POSTAL TELEGRAPH
CABLE COMPANY TO CONSTRUCT AND MAINTAIN LINES OF TELEGRAPH INCLUDING NECESSARY POLES AND
FIXTURES AS DISCLOSED BY INSTRUMENT RECORDED UNDER RECORDING NUMBER 717667.

3. THIS SITE IS SUBJECT TO TERMS AND PROVISIONS OF AN EASEMENT IN FAVOR OF PUGET SOUND ENERGY,
INC., FOR AN ELECTRIC TRANSMISSION AND/OR DISTRIBUTION SYSTEM AS DISCLOSED BY INSTRUMENT
RECORDED UNDER RECORDING NUMBER 2887472.

4. THIS SITE IS SUBJECT TO TERMS AND PROVISIONS OF AN EASEMENT IN FAVOR OF PUGET SOUND ENERGY,
INC., FOR AN ELECTRIC TRANSMISSION AND/OR DISTRIBUTION SYSTEM AS DISCLOSED BY INSTRUMENT
RECORDED UNDER RECORDING NUMBER 7901300824, SAID INSTRUMENT IS A RE—RECORDING OF INSTRUMENT
RECORDED UNDER RECORDING NUMBER 7708120820.

5. THIS SITE IS SUBJECT TO ANY AND ALL OFFERS OF DEDICATION, CONDITIONS, RESTRICTIONS, EASEMENTS,
BOUNDARY DISCREPANCIES OR ENCROACHMENTS, NOTES AND/OR PROVISIONS SHOWN OR DISCLOSED BY
SHORT PLAT NO. 1078046 RECORDED UNDER RECORDING NUMBER 7907101093.

6. THIS SITE IS SUBJECT TO AND THE TERMS AND CONDITIONS OF THE DEVELOPMENT AGREEMENT FOR
FUTURE CONNECTION TO SEWER AGREEMENT BETWEEN SAMMAMISH PLATEAU WATER AND SEWER DISTRICT
AND BARBARA E. HAWLEY AS DISCLOSED BY INSTRUMENT RECORDED UNDER RECORDING NUMBER
20010822000795 AND THE MODIFICATION AND/OR AMENDMENT THERETO AS DISCLOSED BY INSTRUMENT
RECORDED UNDER RECORDING NUMBER 20080729001593.

7. THIS SITE IS SUBJECT TO THE CONDITIONS, NOTES, EASEMENTS, PROVISIONS AND/OR ENCROACHMENTS
CONTAINED OR DELINEATED ON THE FACE OF THE SURVEY RECORDED UNDER RECORDING NUMBER
20020108900003.

8. THIS SITE IS SUBJECT TO THE TERMS AND PROVISIONS CONTAINED IN THE DOCUMENT ENTITLED "RELEASE”
REGARDING AN ENTRANCE GATE AS DISCLOSED BY INSTRUMENT RECORDED UNDER RECORDING NUMBER
20050422002077.

9. THIS SITE IS SUBJECT TO THE TERMS AND CONDITIONS OF A TEMPORARY CONSTRUCTION EASEMENT
AGREEMENT BETWEEN BARBARA HAWLEY AND SSHI LLC, A DELAWARE LIMITED LIABILITY COMPANY, DBA D.R.
HORTON AS DISCLOSED BY INSTRUMENT RECORDED UNDER RECORDING NUMBER 20140516001493.

10. THIS SITE IS SUBJECT TO THE TERMS AND CONDITIONS OF A SHARED DETENTION FACILITY AGREEMENT
BETWEEN SSHI LLC, A DELAWARE LIMITED LIABILITY COMPANY, DBA, D.R. HORTON AND BARBARA HAWLEY AS
DISCLOSED BY INSTRUMENT RECORDED UNDER RECORDING NUMBER 20140801000375.

11. THIS SITE IS SUBJECT TO THE RIGHTS OF THE STATE OF WASHINGTON IN AND TO ANY PORTION, IF ANY,
LYING IN THE BED OR FORMER BED OF WINTER CREEK, IF IT IS NAVIGABLE.

12. THIS SITE IS SUBJECT TO ANY QUESTION THAT MAY ARISE DUE TO THE SHIFTING AND/OR CHANGING IN
THE COURSE OF WINTER CREEK.

13. THIS SITE IS SUBJECT TO ANY PROHIBITION OR LIMITATION ON THE USE, OCCUPANCY OR IMPROVEMENTS
OF THE LAND RESULTING FROM THE RIGHT OF THE PUBLIC OR RIPARIAN OWNERS TO USE ANY WATERS
WHICH MAY COVER THE LAND OR TO USE ANY PORTION OF THE LAND WHICH IS NOW OR MAY FORMERLY
HAVE BEEN COVERED BY WATER.
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CONSTRUCTION SEQUENCE

(1) PRE—CONSTRUCTION MEETING.

(2) FLAG OR FENCE CLEARING LIMITS. OFFSITE SURVEY IN FIELD. CLEARING LIMITS MUST
BE APPROVED BY CITY PRIOR TO CLEARING.

(3) POST SIGN WITH NAME AND PHONE NUMBER OF TESC SUPERVISOR.

(4) GRADE AND INSTALL CONSTRUCTION ENTRANCE AT NORTH AND SOUTH ENDS OF
PROJECT.

(5) INSTALL PERIMETER PROTECTION (SILT FENCE, SWALES, AND SEDIMENT TRAPS)
(6) STABILIZED CONSTRUCTION ROAD
(7) INSTALL STORM DRAINAGE COLLECTION SYSTEM.

(8) MAINTAIN EROSION CONTROL MEASURES IN ACCORDANCE WITH WSDOT BMP STANDARDS
AND MANUFACTURER’S RECOMMENDATIONS.

(9) RELOCATE EROSION CONTROL MEASURES OR INSTALL NEW MEASURES SO THAT AS SITE
CONDITIONS CHANGE, THE EROSION AND SEDIMENT CONTROL IS ALWAYS IN ACCORDANCE
WITH THE CITY OF KENT TESC MINIMUM REQUIREMENTS.

(10) STABILIZING EXPOSED SOIL. THE APPLICANT SHALL STABILIZE DENUDED AREAS AND
SOIL STOCKPILES AS FOLLOWS:

(1) FROM OCTOBER 1 TO APRIL 30, NO SOIL MAY REMAIN EXPOSED FOR MORE THAN 2
DAYS. FROM MAY 1 TO SEPTEMBER 30, NO SOIL MAY REMAIN EXPOSED FOR MORE THAN 7
DAYS. ON PORTIONS OF THE SITE WHERE ACTIVE GRADING IS IN PROGRESS, THE DIRECTOR
MAY EXTEND THE DEADLINE FOR SOIL STABILIZATION UPON DETERMINING THAT THE
LIKELIHOOD OF EROSION IMPACTS IS LOW BASED ON THE TYPE AND AMOUNT OF SOIL
EXPOSED, SITE TOPOGRAPHY, THE POTENTIAL FOR DISCHARGE TO CRITICAL AREAS AND
LAKES, AND OTHER FACTORS. UPON FINDING A RISK OF EROSION, THE APPLICANT SHALL
IMMEDIATELY APPLY SOIL STABILIZATION, REGARDLESS OF ANY PREVIOUSLY ESTABLISHED
DEADLINE, AND THE CITY INSPECTOR MAY REQUIRE IMMEDIATE STABILIZATION AT ANY TIME
FOR THIS PURPOSE. THE APPLICANT SHALL KEEP MATERIALS, EQUIPMENT, AND OTHER
RESOURCES ON SITE AT ALL TIMES, IN ADEQUATE QUANTITIES TO IMMEDIATELY STABILIZE
ALL SOIL;

(Il) DENUDED AREAS SHALL BE COVERED BY MULCH, SOD, PLASTIC, OR OTHER BMP IN THE
SNOHOMISH COUNTY DRAINAGE MANUAL OR APPROVED BY THE DIRECTOR;

(lll) SOIL STOCKPILES SHALL BE STABILIZED OR PROTECTED WITH SEDIMENT RETENTION
BMPS WITHIN 24 HOURS OF FORMATION TO PREVENT SOIL LOSS; AND

(1V) GRADING AND CONSTRUCTION SHALL BE TIMED AND CONDUCTED IN STAGES TO
MINIMIZE SOIL EXPOSURE;

(11) UPON COMPLETION OF THE PROJECT, ALL DISTURBED AREAS MUST BE STABILIZED AND
BMPS REMOVED IF APPROPRIATE.

EROSION._AND SEDIMENTATION CONTROL NOTES:

N N N N A W A e A N T T N
(1) APPROVAL OF THIS EROSION AND SEDIMENTATION CONTROL (ESC) PLAN DOES NOT
CONSTITUTE AN APPROVAL OF PERMANENT ROAD OR DRAINAGE DESIGN (E.G. SIZE AND
LOCATION OF ROADS, PIPES, RESTRICTORS, CHANNELS, RETENTION FACILITIES, UTILITES,
ETC.)

(2) THE IMPLEMENTATION OF THESE ESC PLANS AND THE CONSTRUCTION, MAINTENANCE,
REPLACEMENT, AND UPGRADING OF THESE ESC FACILITIES IS THE RESPONSIBILITY OF THE
APPLICANT/ESC SUPERVISOR UNTIL ALL CONSTRUCTION IS APPROVED.

(3) THE BOUNDARIES OF THE CLEARING LIMITS SHOWN ON THIS PLAN SHALL BE CLEARLY
FLAGGED BY SURVEY TAPE OR FENCING, IF REQUIRED, PRIOR TO CONSTRUCTION (SWDM
APPENDIX D). DURING THE CONSTRUCTION PERIOD, NO DISTURBANCE BEYOND THE CLEARING
LIMITS SHALL BE PERMITTED. THE CLEARING LIMITS SHALL BE MAINTAINED BY THE
APPLICANT/ESC SUPERVISOR FOR THE DURATION OF CONSTRUCTION.

(4) STABILIZED CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT THE BEGINNING OF
CONSTRUCTION AND MAINTAINED FOR THE DURATION OF THE PROJECT. ADDITIONAL
MEASURES, SUCH AS CONSTRUCTED WHEEL WASH SYSTEMS OR WASH PADS, MAY BE
REQUIRED TO ENSURE THAT ALL PAVED AREAS ARE KEPT CLEAN AND TRACK OUT TO ROAD
RIGHT OF WAY DOES NOT OCCUR FOR THE DURATION OF THE PROJECT.

(5) THE ESC FACILITIES SHOWN ON THIS PLAN MUST BE CONSTRUCTED PRIOR TO OR IN
CONJUNCTION WITH ALL CLEARING AND GRADING SO AS TO ENSURE THAT THE TRANSPORT
OF SEDIMENT TO SURFACE WATERS, DRAINAGE SYSTEMS, AND ADJACENT PROPERTIES IS
MINIMIZED.

(6) THE ESC FACILITIES SHOWN ON THIS PLAN ARE THE MINIMUM REQUIREMENTS FOR
ANTICIPATED SITE CONDITIONS. DURING THE CONSTRUCTION PERIOD, THESE ESC FACILITIES
SHALL BE UPGRADED AS NEEDED FOR UNEXPECTED STORM EVENTS AND MODIFIED TO
ACCOUNT FOR CHANGING SITE CONDITIONS (E.G. ADDITIONAL COVER MEASURES, ADDITIONAL
SUMP PUMPS, RELOCATION OF DITCHES AND SILT FENCES, PERIMETER PROTECTION ETC.).

(7) THE ESC FACILITIES SHALL BE INSPECTED DAILY BY THE APPLICANT/ESC SUPERVISOR
AND MAINTAINED TO ENSURE CONTINUED PROPER FUNCTIONING. WRITTEN RECORDS SHALL BE
KEPT OF WEEKLY REVIEWS OF THE ESC FACILITIES.

(8) ANY AREAS OF EXPOSED SOILS, INCLUDING ROADWAY EMBANKMENTS, THAT WILL NOT BE
DISTURBED FOR TWO DAYS DURING THE WET SEASON OR SEVEN DAYS DURING THE DRY
SEASON SHALL BE IMMEDIATELY STABILIZED WITH THE APPROVED ESC COVER METHODS (E.G.,
SEEDING, MULCHING, PLASTIC COVERING, ETC.).

(9) ANY AREA NEEDING ESC MEASURES, NOT REQUIRING IMMEDIATE ATTENTION, SHALL BE
ADDRESSED WITHIN SEVEN (7) DAYS.

(10) THE ESC FACILITIES ON INACTIVE SITES SHALL BE INSPECTED AND MAINTAINED A
MINIMUM OF ONCE A MONTH OR WITHIN 24 HOURS FOLLOWING A STORM EVENT.

(11) AT NO TIME SHALL MORE THAN ONE (1) FOOT OF SEDIMENT BE ALLOWED TO
ACCUMULATE WITHIN A CATCH BASIN. ALL CATCH BASINS AND CONVEYANCE LINES SHALL
BE CLEANED FPRIOR TO PAVING. THE CLEANING OPERATION SHALL NOT FLUSH
SEDIMENT—LADEN WATER INTO THE DOWNSTREAM SYSTEM.

(12) COVER MEASURES WILL BE APPLIED IN CONFORMANCE WITH APPENDIX D OF THE
SURFACE WATER DESIGN MANUAL.

(13) PRIOR TO THE BEGINNING OF THE WET SEASON (OCT. 1), ALL DISTURBED AREAS SHALL
BE REVIEWED TO IDENTIFY WHICH ONES CAN BE SEEDED IN PREPARATION FOR THE WINTER
RAINS. DISTURBED AREAS SHALL BE SEEDED WITHIN ONE WEEK OF THE BEGINNING OF THE
WET SEASON. A SKETCH MAP OF THOSE AREAS TO BE SEEDED AND THOSE AREAS TO
REMAIN UNCOVERED SHALL BE SUBMITTED TO THE CITY INSPECTOR FOR REVIEW.
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CONSTRUCTION LIMITS, TO BE FLAGGED OR FENCED WHEN NO SILT
FENCE IS PROPOSED (TO BE APPROVED BY CITY PRIOR TO CLEARING)
X X— SILT FENCE

STABILIZED CONSTRUCTION ENTRANCE

DUST CONTROL

MULCHING, MATTING, & COMPOST BLANKETS
INLET PROTECTION

PERMANENT SEEDING AND PLANTING
PLASTIC COVERING

STREET SWEEPING & VACUUMING

INTERCEPTOR SWALE

ROCK CHECK DAM EVERY 50’
TREE PROTECTION FENCE

DRIPLINE OF TREE TO BE RETAINED WITHIN DEVELOPABLE AREA
12" TEMPORARY CULVERT
REMOVE EXISTING STRUCTURE

TREE TO BE REMOVED

DEWATERING NOTE

SITE GRADING IS NOT ANTICIPATED TO REQUIRE DEWATERING. SHOULD DEWATERING
BECOME NECESSARY, CONTRACTOR TO CONSULT PROJECT ENGINEER, GEOTECHNICAL
ENGINEER AND THE CITY OF ISSAQUAH.

FUELING NOTE

ALL TRUCK AND EQUIPMENT FUELING SHALL BE DONE IN THE CONSTRUCTION STAGING
AREA VIA FUEL TRUCK. NO ONSITE FUEL STORAGE SHALL TAKE PLACE.

SLOPE PROTECTION NOTE

BLANKETS/NETS SHALL BE INSTALLED ON ALL EXPOSED SLOPES AT OR GREATER THAN
2:1

See City of Issaquah General Notes which
shall prevail, if these notes conflict with
COlI General Notes.
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EQUIVALENT, IF STANDARD =
STRENGTH FABRIC USED s
<K1. w
N 7
PN v
LONVINION
>
PRI s
LYY
g% SEINNN
oty \//\,_//\//\/\///\/\

BACKFILL TRENCH WITH NATIVE SO/L—/
OR 3/4"—1.5" WASHED GRAVEL
MINIMUM 4° X 4" TRENCH

SILT FENCE NOITES:

1. SEE ADJACENT DETAIL

2. THE GEOTEXTILE USED MUST MEET THE FOLLOWING SPECIFICATIONS:
AOS (ASTM D—4751)

30—100 SIEVE SIZE FOR SILT FILM

50—100 SIEVE SIZE FOR OTHER FABRICS

0.02 SEC-1 MIN

180 LBS MIN. FOR EXTRA STRENGTH FABRIC

100 LBS PER MINUTE STANDARD STRENGTH FABRIC

30% MAX.

70% MIN.

WATER PERMITTIVITY (ASTM D—4491)
GRAB TENSILE STRENGTH (ASTM D—4632)

GRAB TENSILE ELONGATION (ASTM D—4632)
ULTRAVIOLET RESISTANCE (ASTM D—-4355)

A COPY OF THE MANUFACTURERS' FABRIC SPECIFICATIONS MUST BE AVAILABLE ONSITE
3. STANDARD STRENGTH FABRIC REQUIRES WIRE BACKING TO INCREASE THE STRENGTH OF THE
FENCE. WIRE BACKING OR CLOSER POST SPACING MAY BE REQUIRED FOR EXTRA STRENGTH FABRIC IF

FIELD PERFORMANCE WARRANTS A STRONGER FENCE. 4. WHERE THE FENCE IS INSTALLED, THE SLOPE
SHALL BE NO STEEPER THAN 2H:1V.

SILT FENCE DETAIL

NTS
|= 6’ MIN. =|
==l =l=ITI=III ‘ — | =l=ll=ITT=l1]=
ﬁmﬁmﬁmﬁmﬁmﬁl 1” MIN. DEPTH OVERFLOW SPILLWAY —ﬁmﬁﬂﬁﬂﬁmﬂ
T TN YA NGy S N0 TG AT S O — T
— SOOI ‘Sl =y,
N e i
NATIVE SOIL OR e e T MIN. 1° DEPTH
COMPACTED BACKFILL " e i 2"_4" ROCK
A B 8 e B , ” ”
GEOTEXTLE A R RN e S e ™
OUTLET S e e e e e

SURFACE AREA DETERMINED AT
TOP OF WEIR

‘ 4’ MIN. ‘ ‘
|

_FLAT BOTTOM__ : ‘ ‘ \ = -
= =

TV \///,\\\//\\é\\

3/4" — 1.5”
NOTE: TRAP MAY BE FORMED BY BERM OR BY WASHED GRAVEL

PARTIAL OR COMPLETE EXCAVATION

CROSS SECTION

DISCHARGED TO STABILIZED
GEOTEXTILE— CONVEYANCE, OUTLET OR LEVEL
SPREADER

TEMPORARY SEDIMENT TRAP DETAIL

SEDIMENT TRAP 1 SIZING SUMMARY:

THE SEDIMENT TRAP WAS SIZED USING THE REQUIREMENTS
STATED IN APPENDIX D’ OF THE 2009 KCSWDM SECTION
D.3.5.1 WHICH REQUIRES 2080 S.F. OF SURFACE AREA PER
CFS OF INFLOW WHICH WAS CALCULATED USING KCRTS (15
MIN TIME STEPS) TO ANALYZE THE DEVELOPED SITE

SEDIMENT TRAP 2 SIZING SUMMARY:

THE SEDIMENT TRAP WAS SIZED USING THE REQUIREMENTS
STATED IN APPENDIX D’ OF THE 2009 KCSWDM SECTION
D.3.5.1 WHICH REQUIRES 2080 S.F. OF SURFACE AREA PER
CFS OF INFLOW WHICH WAS CALCULATED USING KCRTS (15
MIN TIME STEPS) TO ANALYZE THE DEVELOPED SITE

CONDITIONS. CONDITIONS.

TRAP (CATCHMENT AREA: 1.847 AC.) TRAP (CATCHMENT AREA: 2.007 AC.)

10—YEAR PEAK FLOW RATE...................1.420 CFS 10— YEAR PEAK FLOW RATE.......ccoioeneeen. 1.550 CFS
REQUIRED SURFACE AREA.........cccceuvun. 2,954 S.F. REQUIRED SURFACE AREA........coceeeiin. 3,224 S.F.
PROVIDED SURFACE AREA.........ccccceuvun. 3,200 S.F. PROVIDED SURFACE AREA.........coeeeiin. 3,500 S.F.

MAINTENANCE STANDARDS

1. ANY SEDIMENT DEPOSITION OF MORE THAN 0.5 FEET SHALL BE REMOVED SO THAT THE
CHANNEL IS RESTORED TO ITS DESIGN CAPACITY.

2. IF THE CHANNEL CAPACITY IS INSUFFICIENT FOR THE DESIGN FLOW, IT MUST BE DETERMINED
WHETHER THE PROBLEM IS LOCAL (E.G., A CONSTRUCTION OR BEND) OR THE CHANNEL IS
UNDER—-DESIGNED. IF THE PROBLEM IS LOCAL, THE CHANNEL CAPACITY MUST BE INCREASED
THROUGH CONSTRUCTION OF A BERM(S) OR BY EXCACATION. IF THE PROBLEM IS UNDER—DESIGN,
THE DESIGN ENGINEER SHALL BE NOTIFIED AND THE CHANNEL REDESIGNED TO A MORE
CONSERVATIVE STANDARD TO BE APPROVED BY KING COUNTY.

. THE CHANNEL SHALL BE EXAMINED FOR SIGNS OF SCOURING AND EROSION OF THE BED AND
BANKS. IF SCOURING OR EROSION HAS OCCURRED, AFFECTED AREAS SHALL BE PROTECTED BY
RIPRAP OR AN EROSION CONTROL BLANKET OR NET.

12" MIN

4” — 8" QUARRY SPALLS GROUND SURFACE GRATE
WIDTH OF NEW ROADWAY
GEOTEXTILE FABRIC PAVEMENT (MIN) _—
PROVIDE FULL WIDTH OF R
N NN INININNZNIMN
INGRESS /EGRESS AREA //\//\//\//\//\//\//\//\//\///\//\/ \//\//\//\//\//\//\//\//\//\’
PR AN NN NN ANN RN
ISR OVERFLOW /2@@(/}&%//}///\%//\4,

NOITES:

1. SEE ADJACENT DETAIL.

/ 0.5 C.F.
MIN

2. A SEPARATION GEOTEXTILE SHALL BE PLACED UNDER THE SPALLS TO PREVENT FINE SEDIMENT FROM

/ CATCH BASIN

PUMPING UP INTO THE ROCK PAD. THE GEOTEXTILE SHALL MEET THE FOLLOWING STANDARDS. SOLID WALLS — STORAGE
GRAB TENSILE STRENGTH (ASTM D—4751)..v.cooe.... 200 PSI
GRAB TENSILE ELONGATION (ASTM D—4632)............ 30% MAX. —_—
MULLEN BURST STRENGTH (ASTM D—3786~80A).....400 PSI MIN. POROUS BOTTOM
AOS (ASTM D=4751)eesrereeeesreeeesreeeeseeeseeeeeeesereesesrrone 20-45 (U.S. STANDARD SIEVE SIZE)

FILTER MEDIA

3. HOG FUEL MAY BE SUBSTITUTED FOR OR COMBINED WITH QUARRY SPALLS IN AREAS THAT WILL NOT
FOR DEWATERING

BE USED FOR PERMANENT ROADS. THE EFFECTIVENESS OF HOG FUEL IS HIGHLY VARIABLE, BUT IT
HAS BEEN USED SUCCESSFULLY ON MANY SITES. IT GENERALLY REQUIRES MORE MAINTENANCE THAT
QUARRY SPALLS. THE INSPECTOR MAY AT ANY TIME REQUIRE THE USE OF QUARRY SPALLS IF THE
HOG FUEL IS NOT PREVENTING SEDIMENT FROM BEING TRACKED ONTO PAVEMENT OR IF THE HOG FUEL /NSERT NO TES-

IS BEING CARRIED ONTO PAVEMENT. HOG FUEL IS PROHIBITED FROM PERMANENT ROADBEDS BECAUSE T ANY ACCUMULATED SEDIMENT ON OR AROUND THE FILTER FABRIC PROTECTION SHALL BE

ORGANICS IN THE SUB—GRADE SOILS CAUSE DIFFICULTIES WITH COMPACTION. REMOVED IMMEDIATELY. SEDIMENT SHALL NOT BE REMOVED WITH WATER, AND ALL
SEDIMENT MUST BE DISPOSED OF AS FILL ON SITE OR HAULED OFF SITE.

4. FENCING SHALL BE INSTALLED AS NECESSARY TO RESTRICT TRAFFIC TO THE CONSTRUCTION ENTRANCE.

2. ANY SEDIMENT IN THE CATCH BASIN INSERT SHALL BE REMOVED WHEN THE SEDIMENT HAS

5. WHENEVER POSSIBLE, THE ENTRANCE SHALL BE CONSTRUCTED ON A FIRM, COMPACTED SUBGRADE. FILLED ONE—THIRD OF THE AVAILABLE STORAGE.

THIS CAN SUBSTANTIALLY INCREASE THE EFFECTIVENESS OF THE PAD AND REDUCE THE NEED FOR

MAINTENANCE. 3. THE FILTER MEDIA FOR THE INSERT SHALL BE CLEANED OR REPLACED AT LEAST MONTHLY.

STABILIZED CONSTRUCTION ENTRANCE CATCH BASIN INSERT CROSS—SECTION

NTS NTS

2:1 MAX SLOPE

LEVEL BOTTOM

1" MIN 6” MIN
T NG INTERCEPTOR SWALES SHALL BE §
Ll SPACED HORIZONTALLY AS FOLLOWS: :
IS ROCK MUST COMPLETELY %
5 . \\><\\ AVERAGE SLOPE FLOWPATH COVER THE BOTTOM AND N
N /\\//\\%/\j@; SLOPE:  PERCENT:  LENGTH: SIDES OF THE DITCH
2 2° MIN 20H: 1V
OR LESS 3-5% 300’ 2" — 4" POCK 2" — 4" ROCK
SWALE SPACING DEPENDS ON SLOPE GRADIENT
I
(10-20) , L = THE DISTANCE SUCH THAT POINTS A & B
MAINTENANCE STANDARDS v o-1o% 200 ARE OF EQUAL ELEVATION
7. DAMAGE RESULTING FROM RUNOFF OR CONSTRUCTION ACTIVITY SHALL BE REPAIRED (4—10)
IMMEDIATELY. H:1V 10-25% 100’
2. IF THE FACILITIES DO NOT REGULARLY RETAIN STORM RUNOFF, THE CAPACITY AND/OR (2-4)
FREQUENCY OF THE DIKES/SWALES SHALL BE INCREASED. He 1V 25_50% 50" SPACING BETWEEN CHECK DAMS
INTERCEPTOR SWALE ROCK CHECK DAM CITY OF ISSAQUAH - ENGINEERING REVIEW
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NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.

HAWK ESTATES

PLNO0O6-00089

\.
~_

SE 48TH ST.

FG 454.10

\ /
N /
' y
\ AN %
\ < S '
\ S ’ !
< '
\ ,
\ /
N
N

TW 454.1
BW 454.0

FG 450.7

FG 453.3

450

229TH AVE. SE

5

FG 436.6

TW 436.6
BW 430.7

ot ——
A%
yey
9c¥

\ TW 441.4
TW 441.4
\770 BW 456.6 BW 436.6
708)&
439.0 -
BW 438.0

— |
TW 439.0 A
BW 438.0 iy B

W 433.0
BW 432.0

gcy

FG 430.7

W 427.0
BW 426.0

BW 427.0 el /

;o
MATCHLINE,

4\38 \l/ I

436

/

FG 445.3

TW 445.3
BW 441.3

FG 441.3

N T e

SEE SHEET C9

(.)
M
A /
1z |
| — '
;“ FG 457.8 FG 4288 |
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FG ELEVATION NOTE

FG ELEVATION CALLOUTS REFER TO FINISHED GRADE ELEVATION, NOT
STRUCTURAL PAD ELEVATION

SITE VOLUME CALCULATIONS

CUT VOLUME — FILL VOLUME — NET VOLUME
(cuU. YDS.) (CU. YDS.) (CU. YDS.)

6,845 10,896 4,051 FILL

ALL VOLUMES ARE APPROXIMATE.
THE VOLUMES DO NOT INCLUDE EXPANSION FACTOR OR ANY SOIL TYPE
RESTRICTIONS. THE VOLUMES DO NOT INCLUDE STRUCTURAL EXCAVATION
FOR BUILDINGS.

BASIS OF BEARINGS:

N88'04°06™W BETWEEN THE MONUMENTS FOUND IN PLACE AT THE NORTH QUARTER CORNER AND
NORTHWEST SECTION CORNER OF SECTIO 22—24—6 PER KING COUNTY DEPARTMENT OF PUBLIC
WORKS SURVEY BRANCH CONTROL POINTS 2266 AND 2267

VERTICAL DATUM:

NAVD 88 PER KCDPWSB VERTICAL CONTROL

BENCHMARK:

1. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2267, FOUND
MONUMENT AT THE NORTHWEST CORNER OF SECTION 22-24—6 ELEVATION = 474.19 FEET.

2. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2266, FOUND
MONUMENT AT THE NORTH QUARTER CORNER OF SECTION 22-24—6 ELEVATION = 397.51 FEET.

NOITES:

1. MONUMENTS SHALL CONFORM TO DETAIL PER SHEET C16.

2. FINAL PLAT TO IDENTIFY LOT CORNERS AND OTHER MONUMENTATION.

WALL NOITES:

1. ALL WALLS ARE TO BE LOCK AND LOAD WALLS UNLESS OTHERWISE NOTED.

2. ALL WALLS ARE PRIVATE.

3. ALL WALLS OVER 4—FEET IN HEIGHT AT ANY POINT, MEASURED FROM THE BOTTOM OF
THE FOOTING TO THE TOP OF THE WALL, REQUIRE A SEPARATE BUILDING PERMIT.

4. FENCE HEIGHT AT TOP OF WALL LIMITED TO COMBINED HEIGHT OF 10—FEET AND FENCE
HEIGHT MAY INCREASE BY 1—FOOT FOR EACH 1.5—FOOT SETBACK FROM WALL.

LEGEND:

PAD GRADE
] LOCK AND LOAD WALL

CITY OF ISSAQUAH - ENGINEERING REVIEW
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HAWK ESTATES

MATCHLINE, SEE SHEET C&

PLNO0O6-00089
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NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.
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BW 419.7 | W 417.8 1. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2267, FOUND
f =5 BW 412.6 . MONUMENT AT THE NORTHWEST CORNER OF SECTION 22-24—6 ELEVATION = 474.19 FEET.
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% 2. KING COUNTY DEPARTMENT OF PUBLIC WORKS SURVEY BRANCH CONTROL POINT 2266, FOUND
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ADA RAMP AND CURB RETURN DETAILS
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ADA RAMP DETAIL — WEST END OF SE 48TH ST ADA RAMP _AND CURB RETURN DETAILS
City of Sammamish Approval Required
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____________ . (D) = +00
g e r————— | :
— 1
P\ e —— »
2 -- —_— = £(1) e EXISTING 18" STORM PIPE
R NI T . A GRS

Y U o oo, A AN IR

CB 9, TYPE 1
STA. 10+47.59, 19.17° R
RIM 453.99

12" IE 450.99 (E) OUT
(PUBLIC—COI)

450 l

a 6” PVC STORM CLEANOUT (TYP. W
¥ SEE DETAIL, SHEET C12 h
L
IE 446.50
_____________________________________________ ;:(
~ )
AN, 6" PVC_STORM STUB [E 44420 /' " oL ?\} N
@ 2.00% MIN. SLOPE (TYP.) . ( 246 _ QN H
3 T
I
“ [ 444
I
IE 442.0 , I
—————————————————————————————————————————— i I
$ M *
I 745 l |
V O ' -
/ R . — [
¥ S &
v - I
-
4 -4 I
CB 107, TYPE 1 I l — )
STA. 12+39.76, 19.07 R \_ || |
RIM 437.65

6” IE 435.65 (W) IN
12” IE 435.65 (E) OUT
(PUBLIC—COI)

IE 437.00

| | I
[l

IE 434.60

A4
434
9¢Y

IE 428.00 /p

——

MATCHLINE, SEE

Ly
SHEET C10

/]
“LEPE-@7.62% — —

CB 8 TYPE 1 20
STA. 10+48.35, 11117 L

RIM 454.09 ” YD 9
12* IE 450.68 (W)|IN
12" IE 450.68 (S) |OU 52“4.;‘5"}05 0
(PUBLIC-COI) CONNECT REAR
DOWNSPOUTS
450.00 AND WALL DRAIN
(PRIVATE) \!

STORM

7 |l=—10" PRIVATE
I . | umTY
h;‘ | EASEMENT

19

YD 8
RIM 438.90

IE 435.00
CONNECT REAR
DOWNSPOUTS
(PRIVATE)

——5" PRIVATE
EASEMENT

— | 47-tF8

5 LF 8" LCPE @ 4.00%

CLEANOUT
RIM 438.00

IE 434.80

WALL DRAIN TIE-IN
(PRIVATE)

YD 7
RIM 436.00

IE 431.50
CONNECT REAR
DOWNSPOUTS
(PRIVATE)

,l

I |
|| CB 7, TYPE 1 lk
i | STA. 12+39.76] 12.25" L :

| 0
RIM 437.87 I
U '. [ 6” IE 435.37 ( o

1 (PUBLIC—COI) I

432
8

l

l

[

12° IE 434.87 (W)| i i

, 12" IE 434.87 3/ 17 @ \

[ 12" IE 434.87 (S)| OUT [
[

[

l

~_5 LF 8" LCPE © 10.00%

CLEANOUT

RIM 436.00

IE 431.00

WALL DRAIN TIE-IN

YD 6
RIM 432.00

IE 428.00
CONNECT REAR
DOWNSPOUTS
(PRIVATE)

RIM 431.60
IE 426.00

IE 433.00

| 5 LF 8" LCPE © 14.00%

CLEANOUT

RIM 432.00

IE 427.30

WALL DRAIN TIE-IN

16 LF 8" LCPE @ 12.50%

YD 5
RIM 430.00

IE 424.00
CONNECT REAR
DOWNSPOUTS
(PRIVATE)

STA. 12+97.11, 12.25°

IRIM 432.70 8 LF 8” LCPE @ 25.00%
/6" IE 430.20 (E) IN CLEANOUT
12" IE 429.70 (N) IN RIM 428.75
| 12" IE 429.70 (s) our IE 422.00
| (PUBLIC—COI) WALL DRAIN TIE-IN
/ 15

/

/

52 LF 8" LCPE @ 10.96%
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HORIZONTAL DATUM:

NAD 83/91 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH
(KCPWSB) HORIZONTAL CONTROL

VERTICAL DATUM:

NAVD 88 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH
(KCPWSB) VERTICAL CONTROL

NOITES

1. ALL CATCH BASINS ARE VANED GRATE UNLESS OTHERWSE NOTED.
2.STORM DRAINAGE PROFILES ON SHEETS C13 AND C14.
3.ALL OFFSETS ARE TO CENTER OF STRUCTURE.

STORM_DRAINAGE _STUB NOTE

ALL STORM STUB IE CALL OUTS ARE AT CLEANOUT; IE'S MAY BE
FIELD ADJUSTED TO ACCOMMODATE DEVELOPMENT.

ROAD WORK SCHEDULE

@ STA. 20+70.26

STA. 21+05.24

STA. 22+55.00

STA. 23+05.00

STA. 24+30.26

® @O WE

BEGIN SAWCUT, 9.5" FROM CL
BEGIN 5:1 TAPER, 11" FROM CL

END 5:1 TAPER, 18" FROM CL

BEGIN 2" HALF STREET GRIND AND
OVERLAY

END 2" HALF STREET GRIND AND OVERLAY
END SAWCUT, 9.5° FROM CL

CONNECT TO FUTURE JAZZ RUN SUBDIVISION
CURB, GUTTER AND SIDEWALK

STA. 10+58.74, 12.50° L BEGIN TRANSITION TO ROLLED CURB
STA. 10+61.74, 13.17° L END TRANSITION TO ROLLED CURB

(STATIONING AT TOP BACK OF CURB)

UTILITY CROSSING TABLE
CROSSING NO. UTILITY IE BOTTOM OF PIPE TOP OF PIPE CLEARANCE (FT) G

1 SD 452.21 452.16 455.21
*WA 450.00 450.72 1.44

2 SD 450.78 450.73 454.41
WA 449.00 449.72 1.01

3 SD 435.42 435.37 437.93
SS 425.63 426.35 9.02

4 SD 435.15 435.10 438.11
WA 433.30 434.02 1.08

5 SD 424.10 424.05 426.54
SS 414.26 414.98 9.07

6 SD 423.95 423.90 427.06
WA 422.15 422.87 1.03

7 SD 409.02 408.97 411.45
SS 397.37 398.09 10.88

8 SD 408.90 408.85 411.54
WA 407.10 407.82 1.03

9 SD 403.17 403.12 410.98
SS 396.68 397.40 572

10 SD 403.30 404.85 410.94
WA 407.00 406.95 2.10

11 SD 405.56 405.51 410.96
SD 403.37 404.92 0.59

12 SD 404.26 404.21 410.54
SS 395.70 396.42 7.79

13 SD 404.32 405.87 410.58
WA 406.85 406.80 0.93

14 SD 444.90 445.95 451.77
EX. WA 447.55 447.50 1.55

*CONTRACTOR TO POTHOLE EXISTING WATER LINE IN SE 48TH STREET.
EXISTING WATER LINE DIFFERS FROM PROFILE.

ENGINEER TO BE NOTIFIED IMMEDIATELY IF ELEVATION OF

NORTH

GRAPHIC SCALE

0 10 20 40
1INCH =20 FT.

DRS

D.R. STRONG
CONSULTING ENGINEERS

ENGINEERS PLANNERS SURVEYORS

620 - 7th AVENUE KIRKLAND, WA 98033
0425.827.3063 F 425.827.2423

22923 SE 48TH STREET
ISSAQUAH, WA
PARCEL NO. 2224069117

P
:
W | g
S| g
Lol
Q
S | &
Q
T | 3
Q
S
g

811

Utilities Underground Location Center

(IDMT,ND,ORWA)

COPYRIGHT (©) 2015, D.R. STRONG CONSULTING ENGINEERS INC.

GGM INVESTMENTS, LLC
9675 SE 36TH STREET, SUITE 105
MERCER ISLAND, WASHINGTON 98040
(206) 588-1147

REVISION APR
CITY COMMENTS 12.29.15 MAJ

DATE
03.28.16

DRAFTED BY: CEN
DESIGNED BY: YLP
PROJECT ENGINEER: MAJ
DATE:  11.05.15
PROJECT NO.: 15080

DRAWING: C11
sHEeT: 11 oF 19




NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.

MATCHLINE, SEE SHEET C9

HAWK ESTATES

PLNO0O6-00089

/I | [ | -
/! / / / | 'é;'\
CB 105, TYPE 1 /! 5’ PRIVATE——{ | |=—
. , /
STA. 13474.33, 19.17 R i e / . srom_ 1|
RIM 425.54 S |
6" IE 423.04 (W) IN /! l
6 12" [E 422.54 (SE) oUT / IE 418.00 S EW1750
(PuBLIC—COI) IE 426.50 / ; [ |
B 5, TYPE 1
g STA. 13+83.32, 12.25'|L
] |RIM 424.94
A / | 127 [E 421.94 ?N)W) IN l [ D 4
— > 12" IE 421.94 (N) IN
fooA & | 12" [E 421.94 (SW) ouT Sf ! RIM 420.75
R @ PUBLIC—COI e I IE 416.50
[ ;¢ ) of | WALL DRAIN TIE-IN
Fooong / (PRIVATE)
7/ [ - 75 / 14 % I
_ / d / / % II
— / QS /
/ N / $ | ©
N ‘b N
/ o 8l |
/ / |
-
N £ RIM 412.00 ' 1/ eki0.00
¥ IE 420, / > [ IE 40998 IE 410.30 _ d
4 w
g / ~ / 0 3
/ @‘0 / » RIM 415.60
- IE 411.10
E41220 /1[5 / CLEANOUT - WALL DRAIN TIE=IN
S b / 400,75 - 1€ 4p9:50 . (PRIVATE)
///q_- - y : - s 9 LF 8" LCPE @ 12.44%
1 /I, / il P
8 a4 / 13 N / <
/ / 2 3 ] ¥ £ 409.10
/ / RIM 411.75 \7 7 /
// / / IE 409.55 / _
PRIVATE,
6" PVC STORM CLEANOUT (TYP. / / / 7 / / 0 ) [/ / /
SEE DETAIL, THIS SHEET /// / / //. | S %08’ >3 /
|
/ IE 408.70, ,
IE 416.00 / 2 —$IE 408.60 ~—15' PRIVATE /
STORM
//// ® 1' EASEMENT :
N J IE_414.60 = l /
. &

T ) -
© 6” PVC STORM STUB £ 41540 /_//_ » K / / ! ¢ 4 e 1 | | (! /
w @ 2.00% MIN. SLOPE (TYP.) 1. =" STA. 15+02.59, 11.17"L | & [ _

I S ) I RIM 414.72 N e
S | 6"IE 411.22 (E) N woflo | /
9 - & 12" IE 410.72 (NE) IN I Wit Y o i :
/ ~ Il 127 IE 410.72 (SW) ouT 12 | W /
/s 0 // (PUBLIC—COI) |
/ / ~_y CLEANOUT | l :
/ / / IE 413.50 RIM 415.21 IE 411.70, | | /
/ < , IE 408.46 \ _ _ _ __ __ - n _
/ / 12.5° PRIVATE 17 LF 8" LCPE © 1.00% == _——— IE|/408.18
/ | sTorRm : - 0 LF 8" | L /
% 444200 "7‘/{ Ly _\/ EASEMENT - _
/ : 89 LF 8" LCPE @ 1.00% — = = | A /
) & N 2 . |
< < YD 1 /
/ l S ’ X — /X X X X XA RIM 412.00
N [} = LEANOUT - X — | IE 408.97 |
3 Foall & <
¥ e N RIM 414.14 I (PRIVATE) /
10 0 gl) Y ’ ! ! L o 6" PVC_STORM STU /
It N CB 3, TYPE 1L , 4 FOOT WIDE RIM 413.55 ' @ 1.00% MIN. SLOPE
cB 103, TYPE 1 — | STA, 1547604 1.7 1F /T WoohoHP TRAL IE 408.29 I |
STA. 15+76.04, 19.17 R < RIM 41129 /
a1 [ | =, k 8" IE 406.79 (I(:'))IN / [
Hahly) 12" IE 408.83 (W) IN '
16‘2,/&/;_44069‘-97\733( ;sz) /gU r [ | 12" IE 407.29 (NE) IN TO WETLAND BUFFER /
A / »
(PUBLIC—CO) I Xl(gu .g:L_/ étog.oi)s (s) out / /S _
18" IE 402.82 ' S /
IE 409.50H4— @ 7 / _
/ . @RI o RIM 410,80 / / o
DISCHARGE WALL DRAINS IE 406.89 '
TO SWALE | | 0 / \ . e _OUTLET TO ROCK—LINED PAD
I ' — - IE 407.70
———————— — N — I / / — SEE SHEET C12 FOR SIZING
» CB 14, TYPE 1L v
: - u WITH BEEHIVE GRATE :
— AND 4* QUARRY SPALLS 2—FEET
———————— 68— S AROUND PERIMETER
7 (o +4 x RIM 406.00 :
- Zgn : \ 18" IE 403.56 (NW) OUT AN
{0, Priv ?EE SHEIj'r C15 FOR DETAILS ~
3 PRIVATE,
c Al e 7 .
1 NG Jyj= D \ N
THROUGH CURB INLET BRI ! o ! \ TRACT "C" AN
STA. 16+48.24, 20.57° R (STR.) . .
RIM 410.09 [', | 5 N SENSITIVE' AREA \
AN = 2 n |
lo” IE 10418 (5E) ouT & e cuea INLET > N
(PUBLIC-COI) [ STA. 16+50.00, 10.76° L (STR.) / O
EX. CB, TYPE 2-48" | RIM 410.41 :
STA. 16+88.98, 17.83" R (SIR.) /’ 18" IE-404.35 (N) IN / N
STA. 32+18.73 7.46" R (STR) '\ 408.00_ / 0 18" IE 404.35 (W) OUT L
EX. RIM 410.26 - = (PUBLIC—COI) / _
____EX. 12" IE 404.51 (W) IN 7 &) P2)(13 N
EX. 18" [E-403.96 A?LIN— — CEL _
CONNECT TO EXISTING EX. 18" IE 403.91 (S) OUT 3 e / N
4—FOOT WIDE GRAVEL PATH (PUBLIC—COI) S .
410 - / N
T ' >< I
@ ———————— _,_ _"—9 ______ §§ ! /
vy - I T T T — e e = — == ™My
31400 SE 51ST ST = o° 32+86.50 | N/A \
-+ _ =— 32+00 N S :
! | L n ~
T - — = \
N N (1 : CAP, AND WHERE CLEANOUT IS IN
CONNECT TO EXISTING ) PAVEMENT; IRON RING AND COVER
TRAIL TO THE SOUTH PER IFCO #247 OR EQUIVALENT
_—
\ , CURB, GUTTER, AND SIDEWALK /
_ S D
NN NN,
IR, KRR

/— 45° BEND

/— PERMANENT CAP OR CONNECT PIPE

@

]

al

\

L45' WYE

TEE, CROSS

—/

OR 45° WYE AT BENDS

STORM _DRAIN CLEAN—-OUT

NTS
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HORIZONTAL DATUM:

NAD 83/91 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH
(KCPWSB) HORIZONTAL CONTROL

VERTICAL DATUM:

NAVD 88 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH
(KCPWSB) VERTICAL CONTROL

1. ALL CATCH BASINS ARE VANED GRATE UNLESS OTHERWISE NOTED.
2.STORM DRAINAGE PROFILES ON SHEETS C13 AND C14.
3.ALL OFFSETS ARE TO CENTER OF STRUCTURE.

STORM _DRAINAGE _STUB NOTE

ALL STORM STUB |E CALL OUTS ARE AT CLEANOUT; IE'S MAY BE
FIELD ADJUSTED TO ACCOMMODATE DEVELOPMENT.

ROAD WORK SCHEDULE

@ STA. 14+93.42, 13.17° L BEGIN TRANSITION TO VERTICAL CURB
STA. 14496.50, 12.50° L END TRANSITION TO VERTICAL CURB
(STATIONING AT TOP BACK OF CURB)
STA. 30+91.09 BEGIN SAWCUT, 8' FROM CL
BEGIN 10:1 TAPER, 9.3’ FROM CL
@ STA. 3143313 END 10:1 TAPER, 13.5° FROM CL
STA. 32+11.50 END SAWCUT, 8 FROM CL
BEGIN SAWCUT AT CL
@ STA. 32+49.00 END SAWCUT AT CL AND CONNECT TO

EX. CURB, GUTTER AND SIDEWALK

SHARED DETENTION FACILITY NOTE:

PER CONDITION 2.2 OF THE SHARED DETENTION FACILITY
AGREEMENT, THE WEST POND SHALL BE CLEANED WITHIN 30 DAYS
OF THE ISSUANCE OF A CERTIFICATE OF OCCUPANCY FOR THE
FINAL HOME CONTEMPLATED BY THE HAWK ESTATE'S PRELIMINARY
PLAT APPROVAL.

TABLE 4.1.1.4 EOCK FROTECTIDN AT (MUTEALLS

Dlecharga Yalocity REGQUIRED PROTECTION

at Deaign Flow [fpal

Greater | Lessthan W Inkmum Cim enelonsl']
than or equal 1o
Typa Thicknaes W kdth Langth Halpght
Rock lining™ B et
ar
4 1 diameter,
whichevar g
grecar
5 10 Riprap™ 2 {emd iz tre=r 12 feemd L ncrum
+ B [eat ar + 1 o
or 4 x diametar,
S ¥ diamsier, | whichevearle
whighever g grecEar
Qreater
10 m tZallon Acrequred | Asrequred | Az reguired - Ficaum
oudall 4+ 1 fo
pai Hi& Engine=n=d
anergy
dipsipaar
requlresd

! Thase abes asaunie that ercaion is deminated by ouffall energy. Inmary coses sizing wil b
povernad by condiTone In the recalving waker.

Pl Rock INing shall be quary spals wWth gradation as follows:
100%

40 o G0% maximum

0 o 10% mexirmum

Pas=ing B-inch sguare sieve:
Prasing 3-inch sguare aisve:
Paasing *i-ineh squers sieve:

Pl Riprap shall b reasonably wall gradad wih gradation s folowe:
24 inches (nominal demet=r]
16 inches
4 inches

Marimum stone size:
Me=dian sione size:

Minirmum stane aize:

WWaofa: Riprap aEng gevermed by Boe slopaa on oudsl channel ie osaumad to be aoprokimalsly 37,
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MATCHLINE STA. 13+40, SEF ABOVE

pu s = rsoNW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.

PVI ELEV = 454.44

¢ AD. = —7.00
) K = 857
™ B 60.00' Ve N
75 PLNO6-00089
< g
£ 2«
& a o | O
AR P g
S S
460§ SIS Qg 2
e @ | N
-~ N Eg ? 1'5
: | ¥ S|w
'S E ] -~
» ol o|d
W
___________________ —0 2008 -
450 §
CB 8, TYPE 1 N Q
STA. 10+48.35, 1117 L S ~
RIM 454.09 Wy
12" IE 450.68 (W) IN Qq
12* IE 450.68 (S) OUT
- 30 LF 12" LCPE @ 1.03% (P9) ',:H
cB 9, TYPE 1 (Vo
STA. 10+47.59, 19.17° R
RIM 453.99 © <)
12* IE 450.99 (E) oUT
440 ?I:
™~
N
CB 7, TYPE 1 N
430 STA. 12+39.76, 12.25" L I
RIM 437.87 S
6 IE 435.37 () IN g
12" [E 434.87 (W) IN
12" IE 434.87 (N) IN X
12" IE 434.87 (S) OUT 3
31 LF 12" DI @ 2.52% (P107) — = &8 6 TvPE 1 T TN
B 107, TYPE 1 STA. 12+97.11, 12.25" L
STA. 12+39.76, 19.17° R g{."’IE434§07020 © I
420
o o R B N SE R o g o 3R R RS ki N o8 R :
% h ¥ " N S © S " = Sles < ¥ N S
i 28 B 2 o 98 °F Sk i N W I8 o8 il L 28 o8 &
10+00 10+40 10+80 11+20 11+60 12+00 12+40 12+80 13+20
PV STA = 15+31.67
PV ELEV = 411.86
AD. = 8.00 UTILITY CROSSING NOTE:
K = 18.75
150.00’ Ve 430 @ SEE SHEET C11 FOR UTILITY CROSSING TABLE
HORIZONTAL DATUM:
S | . NAD 83,/91 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH (KCPWSB)
8|8 HORIZONTAL CONTROL
3%
________ ~ 4
S|« ¢ VERTICAL DATUM:
! NAVD 88 PER KING COUNTY PUBLIC WORKS SURVEY BRANCH (KCPWSB) VERTICAL
~ CONTROL
Ly
o2
N G % 420
B 5, TYPE 1 Q| = AR
STA. 13+83.32, 12.25 L S|= 5
RIM 424.94 S| ¥ Ly
12* IE 421.94 ?N)W) IN S g o
12” IE 421.94 (N) IN Q Q
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+ + (M | STA. 32+18.73, 7.46' R (STR. o R R
- 33 LF 12" LCPE @ 1.82% (P105) K S | EX RIM 41026 - CITY OF ISSAQUAH - ENGINEERING REVIEW
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NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.

HAWK ESTATES

PLNO0O6-00089

City of Sammamish approval

required

UTILITY CROSSING NOTE:

470 470
¢
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'\. .
Oy
_____ L - E <
--------- 9
_____ by & PROPOSED TYPE 2 CB BY
___________ o8 JAZZ RUN SUBDIVSION
_________ S STA. 24+27.41, 500’ R
S RIM 451.88
460 SRS 12 IE 443.63 (S) IN 460
sEle EX. 18" IE 443,13 (NW) IN
N @ 18" IE 443.13 (E) OUT
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4 -0"MIN. ~
SEE CONTRACT PLANS

3/8" EXPANSION JOINT (TYP.) ~
SEE STANDARD PLAN F-30.10

CURB AND GUTTER

DRAWN BY: FERN LIDDELL

LANDING

/e

===

4'- 0" MIN. (TYP.) ~
SEE CONTRACT PLANS
CURB RAMP

FACE OF CURB

CROSSWALK

PLAN VIEW
TYPE PARALLEL A

PEDESTRIAN CURB ~
SEE NOTE 9

SIDEWALK

CURB RAMP

DETECTABLE WARNING SURFACE
SEE STANDARD PLAN F-45.10

DEPRESSED CURB & GUTTER

DETECTABLE WARNING SURFACE ~
SEE STANDARD PLAN F-45.10

3/8" EXPANSION JOINT (TYP.) ~
SEE STANDARD PLAN F-30.10

NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E,

WM.

HAWK ESTATES

PLNO0O6-00089

NOTES

4-0"MIN. ~
SEE CONTRACT PLANS

1. Provide a separate Curb Ramp for each marked or unmarked crosswalk.
Curb Ramp location shall be placed within the width of the associated
crosswalk, or as shown in the Contract Plans.

2. Where "GRADE BREAK" is called out, the entire length of the grade
break between the two adjacent surface planes shall be flush.

. Do not place Gratings, Junction Boxes, Access Covers, or other appurte-
nances in front of the Curb Ramp or on any part of the Curb Ramp or

PEDESTRIAN CURB ~

SEE NOTE
LANDING OTE $

SIDEWALK Landing.
""""" 4. See Contract Plans for the curb design specified. See Standard Plan
CURB & GUTTER F-10.12' for Curb, Curb and Gutter, Depressed Curb and Gutter, and
CURB RAMP DETECTABLE WARNING SURFACE ~ [FeE =0T (i e S,
4' - 0" MIN. (TYP.) ~ SEE STANDARD PLAN F-45.10 5. See Standard Plan F-30.10 for Cement Concrete Sidewalk Details.
SEE CONTRACT PLANS See Contract Plans for width and placement of sidewalk.

FACE OF CURB ¢ DEPRESSED CURB & GUTTER

" does not include

6. The Bid Item "Cement Concrete Curb Ramp Type

CROSSWALK the adjacent Curb, Curb and Gutter, Depressed Curb and Gutter, Pedestrian
] Curb, or Sidewalks.
PLAN VIEW ! 7. The Curb Ramp maximum running slope shall not require the ramp length

to exceed 15 feet to avoid chasing the slope indefinitely when connecting
to steep grades. When applying the 15-foot max. length, the running slope
of the curb ramp shall be as flat as feasible.

TYPE PARALLEL B

BLUFFER
STRIP
MATCH SIDEWALK PEDESTRIAN CURB
- mgﬁmﬁ gr' g;_m.t ~ SEE NOTE 10
~ SEE €O c S PEDESTRIAN CURB
PEDESTRIAN CURB MATCH SIDEWALK WIDTH ~ 4' 0" MIN. ~ SEE NOTE 10
. 3/8" EXPANSION JOINT ~ SEE NOTE 10 SEE CONTRAGT PLANS
(FYP} ~ SEE STANDARD LANDING
PLAN F-20.10 o 3/8" EXPANSION JOINT ~ SEE
SIDEWALK 5'- 0" MIN. IR, STANDARD PLAN F-30.10
~-SEENOTE 6 7| ‘
< > - ¥
=T <) z TR —2f ¥ = z
~ = é = =
s T B 5 8¢
% &  SIDEWALK ~ % g
- G SEENOTES o
BUFFER STRIP ~ SEE y DETECTABLE WARNING SURFACE  BUFFER DETECTABLE WARNING SURFACE
CONTRACT PLANS "/x SEE STANDARD PLAN F-45.10 STRIP SEE STANDARD PLAN F-45.10

CURB & GUTTER

CURB & GUTTER ~ SEE NOTE &

. The bid item "Cement Concrete Curb Ramp Type

NOTES
1. This plan is to be used where pedestrian crossing in one direction is not

pemitted.

. Curb ramp location shall be placed within the width of the associated

crosswalk, or as shown in the Contract Plans.

3. Where "GRADE BREAK" is called out, the entire length of the grade break

between the two adjacent surface planes shall be flush.

. Do not place gratings, junction boxes, access covers or other appurtan-

ences in front of the curb ramp or on any part of the curb ramp or landing.

. Sea the Contract Documents for the curb design specified.

See Standard Plan F-10.42 for Curb, Curb and Gutter, Depressed Curb
and Gutter and Pedestrian Curb details.

. See Standard Plan F-30.10 for Cement Concrete Sidewalk Details.

See contract plans for width and placement of sidewalk.
" does not include the

adjacent Curb or (Curb and Gutter), Depressed Curb and Gutter, Pedestrian
Curb or Sidewalk, or the pedestrian crossing closure sign.

. ‘The curb ramp maximum running slope shall not require the ramp length to

exceed 15 feet to avoid chasing the slope indefinitely when connecting

| 4-0"MIN. | ~ SEE NOTE § to steep grades. When applying the 15 foot maximum length, the running
SEE CONTRACT PLANS GRADE BREAK 8. g:ret:;?iac?t?o#:rng and Flares shall receive broom finish. See Standard PEDESTRIAN CROSSING CURB RAMP L S FAGE OF CURB RAMP slope of the curb ramp shall be as flat as feasible.
: RB . . .
= E . N FACE OF . Curb ramps and landings shall receive broom finish.
%% 20w max CDUNTWEO%?P TOP OF 9. Pedestrian Curb may be omitted if the ground surface at the back of the - CURB PLAN VIEW PLAN VIEW See Shn‘::lard Speciﬂtg:atioﬂs 814,
=T e o 20— ROADWAY Curb Ramp and/or Landing will be at the same elevation as the Curb 8 TYPE SINGLE DIRECTION A TYPE SINGLE DIRECTION B
B P ORI T T Ramp or Landing and there will be no material to retain. g . Pedestrian Curb may be omitted if the ground surface at the back of the
Bl Z ] Curb Ramp and/or landing will be at the same elevation as the Curb Ramp
CEMENT CONCRETE PEDESTRIAN [ LANDING ; R DD & ST IER~ i or Landing and there will be no material to retain.
- 5 AND NOTE 6 g
SECTION ® 15'- 0" MAX. 4-0"MIN. | & DETECTABLE WARNING SURFACE LEGEND
SEE NOTE 7 SEE CONTRACT PLANS LEGEND Z 15' - 0" MAX ~ SEE STANDARD FLAN F-45.10 15 - 0" MAX
NC BEE NOTE & SLOPE IN EITHER DIREGTION
SIDEWALK SLOPE IN EITHER DIRECTION g SEE NOTE 8 GRADE BREAK GRADE BREAK GRADE BREAK
o [ T | e (ST | GRADE BREAK GRADE BREAK GRADE BREAK COUNTER SLOPE
SEE NOTE 7 SEE CONTRACT PLANS SEE NOTE 7 83% s GRADE BREAK SIDEWALK 5.0% MAX. SIDEWALK ~ SDENALK ~
GRADE BREAK : —__*A‘x“"" “|E 20% MAX & © ~ SEENOTE & 2.0% MAX. TOP OF
SIDEWALK GRADE BREAK \r\’_ — = e j — é ROADWAY
8.3% MAX. CURB RAMP \_ PEDESTRIAN CURB ~ 23 g DEPRESSED CURB & GUTTER \_ 55
—Y LANDING SEE NOTE © % ggéh CURB RAMP E LANDING \ S EE STANDARD BLAN F10.12 LANDING CURB RAMP % %E 4
— 318" EXPANSION JOINT (TYP) ~ e LN
CURB RAMP \; CURB RAMP SEE STANDARD PLAN F-30.10 § E g J
LANDING § % i
3/8" EXPANSION JOINT (TYP.) ~ SECTION @ £ il SECTION @ :
SEE STANDARD PLAN F-30.10 3u H § g g
SECTION §§§ i CEMENT CONCRETE CURE RAMP 2 i
2 " ,
"CEMENT CONCRETE CURB RAMP TYPE 3 E g § ] TVPE SINGLE DIRECTION A* PAY LT P e o e, Eg g
PARALLEL B* PAY LIMIT ~ SEE NOTE 6 g %2;‘ ~ ~ BEE NOTE 7
EE
"CEMENT CONCRETE CURB RAMP TYPE pEE3E DETECTABLE WARNING el
3 . HEH 1" RADIUS SURFACE ~ SEE
PARALLEL A" PAY LIMIT ~ SEE NOTE 6 CORNER R PLaN F45.10
SINGLE DIRECTION
PEDESTRIAN CURB
PARALLEL CURB RAMP DERRESSED CLRB AND CURB RAMP
80° ANGLE STANDARD PLAN F-40.16-02
STANDARD PLAN F-40.12-02 RADIUS MAY SHEET 1 OF 1 SHEET
SHEET 1 OF 1 SHEET VARY
APPROVED FOR PUBLICATION
APPROVED FOR PUBLICATION Pasco Bakotich il /20113
i asc
Pasco Bakotich il 6/20/13 ISOMETRIC VIEW ISOMETRIC VIEW FATE RSO SNER e
TDAE ONB
ISOMETRIC VIEW ISOMETRIC VIEW -_ wmf::;“;’:";::mmm’wm:f: TYPE smg_\r{s Ilj:m?nou A DETAIL @ TYPE Slﬂlﬂ-‘l’iaﬁgﬂl N '%’ Washinglon Stole Deporiment of Transportation
TYPE PARALLEL A PAY LIMIT TYPE PARALLEL B PAY LIMIT /4 '
MON
1/4" R ” 2" DIAM.
1" BATTER / |-4—-| BRASS CAP
/4" R APPROXIMATE WEIGHTS STANDARD
y 1" R R CASE 60 LBS
[ COVER 19 LBS
i SLOPE * ; N TOTAL 79 LBS
N - — % BRASS CAP
— T i R — Y X
o w0 N o e 2"
1 \ x EE < H
- o e 1mﬂ
24 . [
. 24" e Ko
TYPE A CURB AND GUTTER ROLLED CURB AND GUTTER B
REQUIRES SPECIAL APPROVAL (LIMITED USE)
* CURB SLOPE SHALL BE PORTLAND CEMENT CONCRETE
3% OR 1% GREATER THAN .
ROAD CROWN (UNLESS WTH 12"LONG #8 REBAR INSIDE DUMMY JOINT
DRAINING AWAY THEN BROGM
MATCH ROAD CROWN). V¥ GROOVE FINISH BROCM
v TOP OF CURB AT - DEEP FINISH MONUMENT DETAIL
COMMERCIAL AT GRADE | STREET |
DRIVEWAYS. |
5 1/4" R

18"

VERTICAL CURB

CONCRETE \L
o

SUB-BASE,

COMPACTED 965%™

MOD. PROCTOR  1'

'f_

Raaaay]
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95% MOD. PROCTOR

SIDEWALK AND CURB SECTION
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dl 12
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11 >
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|
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CENTERLINE

VERTICAL CURB TO ROLLED CURB TRANSITION DETAIL

A
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E
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20"
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'&: -_'-'.--:_b.é': -_'-'.-\_b.&: -_'-'.--:_i>.i->': -_'-'_--:_'b.-[;: B
CSTC, COMPACTED I U R O AR U P N
g }——t— 5% MOD. PROCTOR R AN P T il PR = N PR ¢ I 58 . 7
_ T L R R L e e
R IR BT - N AR b I + . .
. \\\\\ \\\\'1\ v D N [> [N D’ D' NP [> S 12' FiY 5/8" ! !
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TYPICAL MULTI=USE T TIN5 RIS RISt R IR N NN IS T A~ | \ 9"
URBAN TRAIL SECTION U T SRR [T - \ BN A O
g g PN PN PN P | !
| |
PATTERN AS DIRECTED THE CASTINGS SHALL BE GRAY IRON CASTING, ASTM DESIGNATION i i
_ A—4B, CLASS 4D. THE COVER AND SEAT SHALL BE MACHINED SO
MULTI—USE URBAN TRAIL AS TO HAVE PERFECT CONTAGT AROUND THE ENTIRE | ! L0
. CIRCUMFERENCE AND FULL WIDTH OF BEARING SURFACE. L L 3
NOTES: DTS
1. MATERIAL — CONCRETE SHALL BE CLASS 3000, AIR ENTRAINED. * |F INSTALLED IN CONCRETE, MONUMENT CASE AND COVER NOT |
2. ALL MATERIAL SHALL BE TESTED PER ASTM €150 TYPE II. SIDEWALK — STANDARD NEEDED. BRASS CAP INSET INTO CONCRETE. I 1
3. ALL SIDEWALKS SHALL MEET ADA REQUIREMENTS. SIDEWALK — COMMERCIAL
4. DYED CONCRETE SHALL BE SEALED. SHOW MONUMENT LOCATIONS ON DRAWINGS. ROLLED CURB TO VER T/CAL CURB TRANS/ T/ON DETA/L
5. PATTERNS MAY VARY BY LOCATION. URBAN TRAIL 12’ .
5. PAVERS ARE NOT ALLOWED. 1 1/2
Back to Table of Contents NO SCALE Back to Table of Contents NO SCALE
STANDARD Iy STANDARD
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FRAME_AND GRATE
SEE SEC. 7.05 AND
APPLICABLE DETAILS.

Iy
b

W

#3 BAR EACH CORNER/

#3 BAR EACH SIDE

3 BAR EACH WAY

PRECAST BASE SECTION

(MEASUREMENT AT THE TOP
BASE)

OF THE

2 #3 BAR HOOPS

NOTES:

1. CATCH BASINS SHALL BE CONSTRUCTED IN ACCORDANCE
WITH ASTM C478 (AASTO M 199) & CB90 UNLESS
'OTHERWISE SHOWN ON PLANS OR NOTED IN THE
WSDOT/APWA STANDARD SPECIFICATIONS.

2, AS AN ACCEPTABLE ALTERNATIVE TO REBAR, WELDED WIRE
FABRIC HAVING A MIN. AREA OF 0.12 SQ. IN.
PER FT. MAY BE USED, WELDED WIRE FABRIC SHALL
COMPLY TO ASTM A497 (AASHTO M 221). WIRE FABRIC
SHALL NOT BE PLACED IN KNOCKCUTS.

3. ALL REINFORCED CAST-IN-PLACE CONCRETE SHALL BE
CLASS 4000.

4, PRECAST BASES SHALL BE FURNISHED WITH CUTOUTS OR
KNOCKOUTS. KNOCKOUTS SHALL HAVE A WALL THICKNESS
OF 2 IN. MIN. ALL PIPE SHALL BE INSTALLED IN FACTORY
PROVIDED KNOCKOQUTS. UNUSED KNOCKOUTS NEED NOT
BE GROUTED IF WALL IS LEFT INTACT.

5. KNOCKOUT OR CUTOUT HOLE SIZE IS EQUAL TO PIPE
OUTER DIAM. PLUS CATCH BASIN WALL THICKNESS.

6. ROUND KNOCKOUTS MAY BE ON ALL 4 SIDES, WITH MAX.
DIAM. OF 20 IN. KNOCKOUTS MAY BE EITHER ROUND OR
“D" SHAPE.

THE MAX. DEPTH FROM THE FINISHED GRADE TO THE
PIPE INVERT IS 5 FT.

THE TAPER ON THE SIDES OF THE PRECAST BASE
SECTION AND RISER SECTION SHALL NOT EXCEED 1/2" PER FT.

CATCH BASIN FRAME AND GRATE SHALL BE IN ACCORDANCE
WITH STANDARD SPECIFICATIONS AND MEET THE STRENGTH
REQUIREMENTS OF FEDERAL SPECIFICATION RR—F-62ID.
MATING SURFACES SHALL BE FINISHED TO ASSURE
NON—ROCKING FIT WITH ANY COVER POSITION,

FRAME AND GRATE MAY BE INSTALLED WITH FLANGE DOWN
OR CAST INTO RISER.

FOR CATCH BASINS IN PARKING -LOTS REFER TO
WSDOT/APWA STANDARD DWG. B1-b.

EDGE OF RISER OR BRICK SHALL NOT BE MORE THAN
2 IN. FROM VERTICAL EDGE OF CATCH BASIN WALL.

Department of Transportation
Road Services Division

2007 Design and

King County Construction Standards

CATCH BASIN TYPE 1

FIG. 7-003
7-8

—— LEVELING PAD 8
- 3/4" X 2 1/4" X 1/8"
— -
\ e —
2O C D,
2( ) ( )2 e
: A ) C Je -z
< g s
= @( ) ] &
= e Y ca— N
(2( ) Ok T
1/2" LETTERS 2 ¢ i
REGESSED 10 BE E?( e -
FLUSH. ———1— C ) C )D A
[ —
| -*
|51/ 15/8" "
FETYR T TYP.
17 1/4"
PLAN
R
b g
" -
3/4 LW . 41\@1 <o
[N
. v
w
a ‘ 15" x 22" ‘
A ' OPENING '
Al
" 30"
SECTION A

NOTES:

1. MATERIAL IS CAST IRON ASTM A48 CLASS 30.

2. SEE SEC. 7.05.

=

THE WORDS "PROPERTY OF KING COUNTY” SHALL BE OMITTED IF ON A PRIVATE SYSTEM.
NOT TO BE USED ON THICKENED EDGE ROADWAYS.

Department of Transportation
Road Services Division

2007 Design and
King County Construction Standards

ROLLED CURB FRAME AND GRATE

FIG. 7-019
7-24

FRAME AND GRATE
SEE SEC. 7.05 AND
APPLICABLE DETAILS.

NOTES:

1.

#3 BAR EACH SIDE

2 #3 BAR HOOP

SO

™

#3 BAR EACH CORNER — |

NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.

HAWK ESTATES

PLNO0O6-00089

1 #3 BAR HOOP FOR 6"
2 §3 BAR HOOP FOR 12"

#3 BAR EACH WAY

PRECAST BASE SECTION
(MEASUREMENT AT THE TOP
OF THE BASE)

CATCH BASINS SHALL BE CONSTRUCTED IN ACCORDANCE WITH ASTM
C478 (AASHTO M 199) AND CB90 UNLESS OTHERWISE SHOWN ON
PLANS OR NOTED IN THE WSDOT/APWA STANDARD SPECIFICATIONS.

AS AN ACCEPTABLE ALTERNATIVE TO REBAR, WELDED WIRE
FABRIC HAVING A MIN. AREA OF 0.12 SQ. IN.

PER FT. MAY BE USED.

TO ASTM A497 (AASHTO M 221).
PLACED IN KNOCKOQUTS.

ALL REINFORCED CAST-IN-PLACE CONCRETE SHALL BE

CLASS 4000.

WELDED WIRE FABRIC SHALL COMPLY
WIRE FABRIC SHALL NOT BE

PRECAST BASES SHALL BE FURNISHED WITH CUTOUTS OR

KNOCKQUTS.
OF 2 IN. MIN,

PROVIDED KNOCKOQUTS.

BE GROUTED IF WALL IS LEFT INTACT.

KNOCKQUTS SHALL HAVE A WALL THICKNESS
ALL PIPE SHALL BE INSTALLED IN FACTORY
UNUSED KNOCKOUTS NEED NOT

KNOCKOUT OR CUTOUT HOLE SIZE IS EQUAL TO PIPE OUTER
DIAM. PLUS CATCH BASIN WALL THICKNESS.

6" REDUCING SECTION

6. KNOCKOUTS MAY BE ON ALL 4 SIDES WITH MAX. DIAM. OF
28 IN. KNOCKOUTS MAY BE EITHER ROUND OR "D" SHAPE.

7. THE TAPER ON THE SIDES OF THE PRECAST BASE SECTION
AND RISER SECTION SHALL NOT EXCEED 1/2" PER FT.

8. CATCH BASIN FRAME AND GRATE SHALL BE IN ACCORDANCE
WITH STANDARD SPECIFICATIONS AND MEET THE STRENGTH
REQUIREMENTS OF FEDERAL SPECIFICATION RR-F-62ID.
MATING SURFACES SHALL BE FINISHED TO ASSURE
NON—ROCKING FIT WITH ANY COVER POSITION,

9. FRAME AND GRATE MAY BE INSTALLED WITH FLANGE DOWN
OR CAST INTO RISER.

10. MAX., DEPTH FROM FINISHED GRADE TO PIPE INVERT SHALL

BE 5 FT.

11. EDGE OF REDUCING SECTION OR BRICK SHALL NOT BE MORE

THAN 2 IN. FROM VERTICAL EDGE OF CATCH BASIN WALL.

Department of Transportation
Road Services Division

2007 Design and
King County Construction Standards

o CUTFALL TO BTREAR  OFCO

CATCH BASIN TYPE 1-L

FIG. 7-004
7-9

Poune HO FOLLUTANTS  SMED &M °

e 1/4"

OLYMPIC FOUNDRY INC.

BEEHIVE GRATE FOR USE WITH SM6B0 20" X 24" FRAME

IPART NO. SM60BH

RATING: H-20
REV: A DATE: 7/3/2003 New border
DWN: CL DATE: 72/2003 Yot REV: DATE:
CHKD: CL BIATE: 7R/2003 s |oweEswoes
¥ &3 DB

‘ Ve
N o
Y

]20" X 24" OR
24" DIAM., = —

w

- 48",54",60",72",0R 96"

o

-

©

[}

-

e

]

Y 48" DIAM.— 6"

; 54" DIAM.~ 8"

3 60" DiAM.— 8"
72" DIAM.- 8"

MORTAR 96" DIAM.~12"

FILL

FRAME & GRATE OR COVER

o SEE SEC. 7.05.
>ADJUSTMENT SECTION (LEVELING
BRICKS OR GRADE RINGS

.

OPTIONAL).

>—STEPS OR LADDER, ORIENT WITH
INLET SO STEPS WILL CLEAR
PIPES. SEE FIG. NO. 2-006.

PRECAST BASE &
/INTECRAL RISER.

~—r1' FOR 48", 54", & 60" DIAM.

2’ FOR 72" & 96" DIAM.

L]

6" MIN.* |
SEPARATE CAST IN PLACE BASE

*FOR SEPARATE OR SEPARATE PRECAST BASE.

CAST—-IN~PLACE

ONLY

REINFORCING STEEL (FOR SEPARATE BASES ONLY)

0.23 SQ. IN./FT. IN EACH DIREGTION FOR 4B" DIAM.
0.19 SQ. IN./FT. IN EACH DIRECTION FOR 54" DIAM.
0.25 SQ. IN./FT. IN EACH DIRECTION FOR 60" DIAM.
0.35 SQ. IN./FT. IN EACH DIRECTION FOR 72" DIAM.
0.39 SQ. IN./FT. IN EACH DIRECTION FOR 98" DIAM.

PRECAST BASE JOINT

NOTES:

1. CATCH BASINS SHALL BE CONSTRUCTED IN ACCORDANCE WITH ASTM 8.
C478 (AASHTO M199) AND ASTM CB9O UNLESS OTHERWISE SHOWN ON
PLANS OR NOTED IN THE WSDOT/APWA STANDARD SPECIFICATIONS.

® HANDHOLDS IN ADJUSTMENT SECTION SHALL HAVE 3" MIN., CLEARANCE.
STEPS IN CATCH BASIN SHALL HAVE 6" MIN, CLEARANCE. SEE FIG.
NO. 7-006, CATCH BASIN DETAILS. HANDHOLDS SHALL BE PLACED 7.
IN ALTERNATING GRADE RINGS OR LEVELING BRICK COURSE WITH A
MIN. OF ONE HANDHOLD BETWEEN THE LAST STEP AND TOP OF THE

MANHOLE.

3. ALL REINFORCED CAST-IN-PLACE CONCRETE SHALL BE CLASS 4000. Eh
ALL PRECAST CONCRETE SHALL BE CLASS 4000.

4. PRECAST BASES SHALL BE FURNISHED WITH CUTQUTS OR 9.
KNOCKOUTS. KNOCKOUTS SHALL HAVE WALL THICKNESS OF 2 IN.

MIN. UNUSED KNOCKOUTS NEED NOT BE GROUTED IF

WALL IS LEFT INTACT. PIPES SHALL BE INSTALLED ONLY IN 10.
FACTORY KNOCKOUTS UNLESS OTHERWISE APPROVED BY THE

ENGINEER.

5. KNOCKOUT OR CUTOUT HOLE SIZE SHALL EQUAL PIPE QUTER
DIAM. PLUS CATCH BASIN WALL THICKNESS. MAX. HOLE
SIZE SHALL BE 36 IN. FOR 4B IN. CATCH BASIN, 42 IN. FOR 54 IN. CB.,
48 IN. FOR 60 IN. C,B,, 60 IN. FOR 72 IN. C.B., B4 IN. FOR 96 IN. C.B. MIN.
DISTANCE BETWEEN HOLES SHALL BE 8 IN. FOR 4B IN., 54 IN. AND 60 IN.
C.B.; 12 IN. FOR 72 IN. AND 96 IN. C.B.

\GRAVEL BACKFILL FOR FOUNDATIONS

6" MIN. COMPACTED DEPTH FOR
PRECAST BASE ONLY.

REINFORCING STEEL (FOR PRECAST BASE &
INTEGRAL RISER ONLY)

0.15 SQ. IN./FT. IN EACH DIRECTION FOR 48" DIAM.
0.19 SQ. IN./FT. IN EACH DIRECTION FOR 54" DIAM.
0.25 SQ. IN./FT. IN EACH DIRECTION FOR 60" DIAM.
0.24 SQ. IN./FT. IN EACH DIRECTION FOR 72" DIAM.
0.29 SQ. IN./FT. IN EACH DIRECTION FOR 96" DIAM.

CATCH BASIN FRAMES AND GRATES OR COVERS SHALL BE IN
ACCORDANCE WITH SEC. 7.05 AND MEET THE STRENGTH
REQUIREMENTS OF FEDERAL SPECIFICATION RR—F-621D.

MATING SURFACES SHALL BE FINISHED TO ASSURE NON-ROCKING
FIT WITH ANY COVER POSITION.

ALL BASE REINFORCING STEEL SHALL HAVE A MIN. YIELD
STRENGTH OF 60,000 PSI AND BE PLACED IN THE UPPER HALF
OF THE BASE WITH 1 IN. MIN. CLEARANCE.

MiN. SOIL BEARING VALUE SHALL EQUAL 3,300 POUNDS PER
SQUARE FOOT.

FOR DETAILS SHOWING LADDER, STEPS, HANDRAILS AND TOP
SLABS. SEE FIG. 7~0086.

SEE THE WSDOT/APWA STANDARD SPECIFICATIONS SEC.
7-05.3 FOR JOINT REQUIREMENTS.

a2 Department of Transportation
Road Services Division

2007 Desigh and
King County Construction Standards

48’, 54°, 60’,

CATCH BASIN TYPE 2

FIG. 7-005

72", AND 96’ 7-10

422 OUTFALL SYSTEMS

FIGURE 42.2.B FLOW DISPERSAL TRENCH

pipe O.D.

1'-0 /|1'—0
min~ T " "min

end cap or plug

notched

L

./clean out wye from pipe

flow to
second
dispersal
trench
if necessary

min 6" perforated pipe laid

grade board ] flat/level
2"x 2 1n3?-tcoh_? \A\;.J'_? - e tyze | CB wisolid cover {locking) type | CB

o

—

11N 1Il 1] |
2

— ] clean out wye
i L from pipe
PLAN
NTS
galvanized bolts
pipe O.D.
1'-0 / 1'-0 *n(% Max
s min min
ot o4
; cooFLT ///\\///\\\\\
oy 12 : _ //4\/
pressure ki ///\
treated grade r - ///\\
board HoT v ///\\\
: N
SR - min 6" perforated
Lo pipe laid flat
4" X 4" support post{ - clean (<5% fines)

o g IR A
f S SRR
filter fabric
*15% max for flow SECTION A-A
controliwater quality T

treatment in rural areas.

influent pipe (max design
flow <0.5 CFS per trench)

2" - 14" washed rock

w/solid cover

e

=

|

flow to other
branching CB's
as necessary

18" O.C.

:@ : — e 2"
T

2" grade
board notches

NOTES:

1. This trench shall be constructed to
prevent point discharge and/or
erosion.

2. Trenches may be placed no closer
than 50 feet to one another (100
feet along flowline).

3. Trench and grade board must be
level. Align to follow contours of
site.

4. Support post spacing as required by
soil conditions to ensure grade
board remains level.

2009 Surface Water Design Mamal
4-33

1/9/2009

SW15-00

28"
7 7/8"
| N
_2 /8 , 25 1/2"
1 1 1 1 r 24" "
. [ ' 3/4
. | ={ 1/8”
< A | A "L %
— o
S B S H SN
| o I ]
— — > 4" 22"
3 "Tye,
[ 1\
DRILL & TAP TWO J \— LEVELING PAD N
5/8"-11NC HOLES o 7-1/8" X 3/4" X 2 1/4
THRU FRAME (TYF.) SECTION B-B
PLAN
6"
HOOD ATTACHES AS SHOWN. SEE NOTE 3 B .I
3/4" .
MIN. DRAFT ON P S
@ g RN
o 1.
= \s /2 . =
/l 2 — 1" DIAM. HOLES !
. FOR 3/4" BOLT, WASHER, "
¥ & NUT, SEE NOTE 4. \6-—
Q 5L SECTION C—C
~— ) 6\.’
o~ K
20" .
28" ' I
1 -
~
SECTION A-A I
N T .
% ¥
~ ® N
c c—l. (& ~
[ R RS R~
1 ] M
L L
NOTES: HOOD PLAN DETAIL
1. MATERIAL IS CAST IRON ASTM A48 CLASS 30.
2. SEE FIG. 7-018 FOR VANED GRATE.
3. PATTERN ON TOP SURFACE OF HOOD SHALL BE 3/16 IN. NON—SKID DIAMOND.
4, BOLT, WASHER, AND NUT SHALL BE GALVANIZED OR CORROSION RESISTANT.
5. SEE SEC. 7.05.
. 'Department of Transportation THROUGH-CURB INLET FRAME HG. 7-016

Road Services Division

2007 Design and
King County Construction Standards
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L [=~—M013] [ AINfOD o] [ 30 9adoda )
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o 2 ' :
ek == =L
r ianll;
3 | | ¢ = | «
5 1 J L]
3 L 2\ )N = ~
=z = o { —
A gl [ 2 < ) A
L —] o N - J
4 4
. [ A e N M ) N Y, ¢ =N—-
[1  =—7on T[]
\“LEVELING PAD 1/8" X 3/4" X 2 1/4-" 1/2" SEE FIG. 2013
FOR SLOT DETAIL
23 3/4"
PLAN
FLb
7
5" DRAFT
| »
S e
SECTION A-A
NOTES:

1. SELF-LOCK VANED GRATE MANUFACTURER SUBJECT O APPROVAL BY ENGINEER.
2. USE WITH TWO LOCKING BOLTS 5/8 IN.—11 NC STAINLESS TYPE 304 STEEL SOCKET HEAD

(ALLEN HEAD) CAP SCREWS 2 IN. LONG. NOTE SLOT DETAIL.
MATERIAL IS DUCTILE IRON ASTM A536 GRADE B0-55-06.

o ok w

© SEE SEC. 7.05.

"OUTFALL TO STREAM DUMP NO POLLUTANTS" MAY BE LOCATED ON BORDER AREA.

6. THE WORDS "PROPERTY OF KING COUNTY" SHALL BE OMITTED IF GRATE IS ON PRIVATE

SYSTEM.

Department of Transportation
Road Services Division

2007 Design and

King Caunty Construction Standards

VANED GRATE

FIG. 7-018

7-23
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REINSTALL EX.
4” WHITE FOG
LINE

END REINSTALL OF
4™ WHITE FOG LINE

NW 1/4 SECTION 22, TOWNSHIP 24 N, RANGE 6 E, W.M.

HAWK ESTATES

PLNO0O6-00089

City of Sammamish
— approval required

REINSTALL 47
WHITE FOG-LINE

TIE-INTQ: PROPOSED 4"
WHITE FOG LINE BY JAZZ
RUN SUBDIVISION

INSTALL STREET SIGN & STOP

-

___________ SE 48TH ST 1

~—

I.§j§,\

1

STOP BAR AND CROSSWALK

— —— —

<

Ll es

PER STANDARD DETAIL T—36;
SEE DETAIL THIS SHEET

20

INSTALL STREET SIGN & STOP

SIGN PER STANDARD DETAIL
T—44, T—45, AND T—46;
SEE DETAIL THIS SHEET

CONNECT TO PROPOSED
FRONTAGE IMPROVEMENTS
BY JAZZ RUN SUBDIVISION

19

229TH AVE. SE

18

17

16

15

14

13

12

Provide trail way
finding sign

10

SIGN PER STANDARD DETAIL
T—44, T—45, AND T—46;
SEE DETAIL THIS SHEET

RELOCATE EXISTING

"ROAD NARROWS™ SIGN
BEHIND SIDEWALK

]

_ —_—

11

STOP BAR(AND CROSSWALK

NO PARKING SIGN

PER S TANm

SEE DETAIL THIS SHEET

(TYP.) SEE DETAI
THIS SHEET

Crosswalk
striping
optional

TRACT "C"

SENSITIVE AREA

NOTE:

LOCATE STRIPES ON LANE TO AVOID WHEEL PATH.

LANE UINE CENTER LINE OF
TWO LANE STREET.

CROSSWALK STRIPES, SEE

METHYL METHACRYLATE \

Z

FOG LINE

CENTER OF LANE

| TYR, [—
|=—| 12" TYP. OPEN

‘l' [~— 12" TYP. STRIPE

/ f

STOP BAR,
METHYL METHACRYLATE

PUBLIC WORKS DEPARTMENT

AUQUST 2010

3
&
57 | [NOTE: THE ORIGINAL IS SIGNED BY THE ENGINEER, APPROVED FOR PUBLICATION AND FILED AT|
| THE CITY OF ISSAQUAH PUBLIC WORKS ENGINEERING OFFICE. REV:

NTS
EDGE OF ASPHALT
Back to Table of Contents NO SCALE
STANDARD
DETAIL NO.

TYPICAL CROSSWALK STRIPE
T-36

DESIGNATION
ABBREVIATIONS: B
STREET= St
AVENUE= Ave
PLACE= Pl
WAY= Way
BOULEVARD= Blvd
PARKWAY= Pkwy
LANE= Ln
COURT= [+3
DRIVE= Dr
ROAD= Rd
KEY= Key
CONNECTOR= Conn

CIRCLE=

SET SCREW

ES.

SIGN:

SHEET ALUMINUM, .0B0 GAUGE, SIZED AS NEEDED W/ ROUNDED CORNERS.

GREEN REFLECTIVE 3M HIGH INTENSITY PRISMATIC OR DIAMOND GRADE "SHEETING®.

LETTERS — WHITE REFIFC
COLLECTOR & LOCAL ACCESS INTERSECTIONS: 4" SERIES C (FIRST LETTER U.C.).
QUADRANT, DESIGNATION, SUFFIX, 3" SERIES C (FIRST LETTER U.C.)

ARTERIAL INTERSECTIONS AND ARTERIAL/COLLECTOR INTERSECTIONS: 6" SERIES C.
QUADRANT, DESIGNATION, SUFFIX, 4” SERIES C (FIRST LETTER U.C.).

BORDER: SCREEN PRINT:

5/16" WIDE WITH 3/4" RADIUS ON CORMER.

BLOCK NUMBERS:

BLOCK NUMBERS ARE REQUIRED ON STREET NAME SICNS
g?l; Eé‘ll:ls- NAMED STREETS NOT REQUIRED ON NUMBERED

STYLE 850 LONG FLAT
CROSSPIECE.

STYLE 850 LONG FLAT 2" SQ.
CAP.

2" GALVANIZED POST
QWK PUNCH® (DO NOT REMOVE
UNNEGESSARY KNOCKOUTS.)

SCRIBE FOR BREAKAWAY —
BOTH SIDES IN DIRECTION OF

MULTIPLE DIRECTIONS, SCRIBE
OTHER SIDES 2* ABOVE LOWER

SCRIBI
GALVANIZED PAINT.

3/8" X 3
NUT AND WASHER.

10" DIA. X 30" CONC. BASE —
CLASS 3000 CONCRETE.

2 1/8" X 24" X 3/18"
GALVANIZED BASE POST — TAPE
BOTTOM

ROUND:

HIGH INTENSITY:

[NE Holly st ™| [ 'SE 46th Way |

7" MIN.,, 7.5' MAX.

TREAT SCRIBES W/

GALV. BOLT, LOCK

TYPICAL INSTALLATION WITHOUT
ADJACENT SIDEWALK

NOTES:

3. SEAMED

1. ALL SIGNS SHALL BE PER MUTCD UNLESS OTHERWISE
APPROVED OR DIRECTED BY THE CITY ENGINEER.

2. POSTS SHALL BE INSTALLED PLUMB.

4. PRIVATE — "Private Street”

CORNER ~ RIGHT SIDE FACING SIGN.

Back to Table of Contents NO SCALE

ISS H

PUBLIC WORKS DEPARTMENT

AUGUST 2010

STANDARD
GROUND MOUNT DETAIL NO.
STREET SIGN DETAILS T-45

71 [ [NOTE: THE ORIGINAL IS SIGNED BY THE ENGINEER, APPROVED £OR PLBLICATION AND FILED AT
[THE CITY OF ISSAQUAH PUBLIC WORKS ENGINEERING OFFICE. REV:

Provide "No Parking

Fire Lane" on sign

R: \2015\0\15080\3\Drawings \Plots\Engineering\19—3CHAN15080.dwg 3/17,/2016 9:26:18 AM PDT

—p

s 4

MUTCD SIGN R7—-2A (MODIFIED)
NPAT = NO PARKING ANYTIME

»

7' MIN. 7.5" MAX.

YPICAL INSTALLATION WITH
ADJACENT SIDEWALK

SCRIBE FOR BREAK,

B
GALVANIZED PAINT,

10” DIA.
CLASS 3000 CONI

BASE POST- TAPI

1 ALL SIGNS SHALL BE PER MUTCD UNLESS OTHERWISE
APPROVED OR DIRECTED BY THE CITY ENGINEER.

2, STREET NAME SIGNS MAY BE INSTALLED AT THE TOP OF
SIGN POSTS (SEE STANDARD DETAIL T-45).

3. POSTS SHALL BE INSTALLED PLUMB.

4 SEAMED CORNER— RIGHT SIDE FACING SIGN.

5. ALL PUBLIC STOP SIGNS SHALL BE 30°X30".

6. SIGN SHEETING SHALL BE DIAMOND GRADE.

DIRECTION OF TRAFFIC, FOR TRAFFIC FROM
MULTIPLE DIRECTIONS, SCRIBE OTHER SIDES 2"
ABOVE LOWER SCRIBES, TREAT SCRIBES W/

3/8° X 3" GALV, BOLT,
LOCK NUT AND WASHER.

" . X 30" CONC. BASE—
CRETE.

2 1/8" X 24" X 3/16" GALVANIZED
TTOM

ATTACH SIGN WITH 2 = 5/16" X 2
1/2° S.5. CARRIAGE BOLTS WITH
UTS‘E%l‘JéL TO TUFNUT SECURITY

PROVIDE ALTERNATE INSTALLATION
FOR MOUNTING TO SIDEWALK
QUICK PUNCH SURFACE MOUNT

#2101600

2" GALVANIZED POST

“QUK PUNCH" (DO NOT REMOVE
Ff/ UNNECESSARY KNOCKOUTS.)

2 MIN, L

(AWAY — BOTH SIDES IN

BO’

‘Back to Table of Contents

TYPICAL INSTALLATION

PARKWAY AREA

7 MIN. 7.5" MAX.

NO SCALE
crry STANDARD
ISSAGEAH TRAFFIC SIGN INSTALLATION DETAIL NO.
PUBLIC WORKS DEPARTMENT T-44
- lmmmm
AUGUST 2010 [THE CITY OF ISSAQUAH PUBLIC WORKS OFFICE. REV:
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1/2" RADIUS \— 3/4

NO MARGIN
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STREET NAME STAINLESS STEEL
SIGN { BOLT & WASHER
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ABBREVIATIONS:

STREET= st

AVENUE= Ave

PLACE= Pl

WAY= Way

BOULEVARD= Bivd

PARKWAY= Pkwy /

LANE= Ln 4

COURT= ot I

DRIVE= Dr

ROAD= Rd

KEY= Key

CONNECTOR= Conn /

CIRCLE= ar 7
NOTES:

1. SIGN;

18" X VARIES EXTRUDED ALUMINUM,

TREATED, 0.080 GAUGE ROUNDED CORNERS

2. BACKGROUND:
GREEN, 3M DIAMOND GRADE OR HIGH REFLECTIVE
PRISMATIC (HIP), VISUAL IMPACT PERFORMANCE (VIP)
SHEETING, 3/4" WHITE BORDER, NO MARGIN

3. COPY:

WHITE DIAMOND GRADE VP

CUT-OUT LETTERS OR 3M
SCOTCHLITE EC FILM SERIES 1170
NAMES:

12" SERIES C FIRST LETTER U.C.
NUMBERS:
12” SERIES € UC

QUADRANT (NE or SE):

9% SERIES C UC

DESIGNATION (Ave,St,etc):
SERIES € 0" FIRST LETTER L.C.

SUFFIX (lh,st.etcg:
9" SERIES C FIRST LETTER U.C.

FLARED LEG HIGH CARBON STEEL
SIGN MOUNTING BRACKETS

BORDER < ?
4" MIN. BOTH SIDES

STAINLESS STEEL BAND
l? /
T

Back to Table of Contents NO SCALE
STANDARD
STREET NAME SIGN DETAIL NO.
MAST ARM T-46
INOTE: THE ORIGINAL 15 SIGNED BY THE ENGINEER, APPROVED FOR PUBLICATION AND FILED AT
AUGUST 2010 | [rHe crrv o issaquasi pusLic OFFICE. REV:
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D.R. STRONG
CONSULTING ENGINEERS

ENGINEERS PLANNERS SURVEYORS

620 - 7th AVENUE KIRKLAND, WA 98033
0425.827.3063 F 425.827.2423

HAWK ESTATES
22923 SE 48TH STREET
ISSAQUAH, WA
PARCEL NO. 2224069117
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GGM INVESTMENTS, LLC
9675 SE 36TH STREET, SUITE 105
MERCER ISLAND, WASHINGTON 98040
(206) 588-1147

811

Utilities Underground Location Center
(ID,MT,ND,OR,WA)
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DESIGNED BY: YLP
PROJECT ENGINEER: MAJ
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DATE:
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PATIC ESTATES FRONTASE INTOLIGHT STREET LIGHT NOTES
CAMBRIA N
VOL. 143, PG'S. 80-83 N Illuminance (Fc)
10 © 0
REC. NO 3812070222 CORRECTELOANLT o r Average =0.66 | T’LOON/ NG O g N ALL STREET LIGHTING POLES ARE TO BE INSTALLED PER STANDARD
N bt Pt - NO. $\;5“/ T Maximurm = 2.1 . g REC. NO. 9605089002 6375.4800 (page #2) IN THE "LINE WORK PRACTICES MANUAL",
3 o _
P 1Y) Minimum = 0.2 P .
r Avg/Min Ratio = 3.30 STREET LIGHT NOTES: ALL POLES (WOOD, CONCRETE OR FIBERGLASS) ARE TO BE SET
o2 o : LOTAX LOT 15 PLUMB AND EMBEDDED TO THE GROUND LINE MARKED ON THE
o S : i POLE.
R A 20 o9
o < N o City of Sammamish
i e . JAZZ RUN - IN PLAT: BACKFILL AROUND POLE WITH 5/8" MINUS GRAVEL AND COMPACT IN
o s | d -
L pS pe approval require 6" LIFTS. (PEA GRAVEL AND NATIVE SOILS ARE NOT ACCEPTABLE.)
O APPROXIMATELY 1 CU. YD. OF 5/8" MINUS CRUSHED ROCK WILL BE
- o REQUIRED.
° 1
33+00.00 21+00° : 34400.00 3400 23 ";0 " L 47 b2 b I N STALL 7 - 15 M OU NTI N G H E I G HT 4. THE DEVELOPER IS REQUIRED TO SUPPLY AND INSTALL PLASTIC
! 07 ‘h 4 17 o — = % +u o3 o3 j < 0.4 0.4 94 o5 o6 8 1 ¥ n
: : J * 352060 *ro8 AN Y B (NON PAPER) STREET LIGHT TUBES (MINIMUM 18" DIAMETER) TO
Dg — . \ E ; . Z 48 ) \K . SE. 4W = H — 37+0040 'B‘i”’oo CONCRETE POLES WITH 70W WASHINGTON AID IN THE INSTALLATION OF THE STREET LIGHTING POLES. THE
] —— — " e AR z DEVELOPER MUST ALSO SUPPLY THE REQUIRED 5/8" MINUS
N : + - POST TOP LED LUMINAIRES. GRAVEL AT EACH STREET LIGHT LOCATION.
~ — ' Gog 5. IN ALL SHOEBOX AND COBRAHEAD INSTALLATIONS, THE LUMINAIRE
Ao A MUST BE LEVELED.
1 AN A N 6. DEVELOPER MUST SUPPLY DURABLE LID/COVER AT EACH STREET
"X N a LIGHT TUBE.
8,848 S.F. booy A R 20 1 SlL4
A\ 7,299 S.F.
S o STREET LIGHT NOTES - IN PLAT
Q? | L
< 03 [oaey G 1 m . .
Q o hEd Site | Station POLE HEAD TUBE WO BILLING | SOURCE
N - - .
5 2 S o2l # | Offset Grid # IntoLight Tag # Type Mtg Ht.| Arm Watts | Style Tube Length | Tube Diameter| NUMBER SCH VLTG
w 8,242 S.F.
@ o e N e 19 2 SL12 N/A CONC W/ AMS 15' N/A 70W WASHINGTON LED 5' 18" 105080123 51 120/240
= o s o 8,153 S.F.
5 LT By SL13 NIA CONC W/ AMS 15' N/A 70W WASHINGTON LED 5' 18" 105080123 51 120/240
< o, g
g ( ol Y SL14 N/A CONC W/ AMS 15' N/A 70W WASHINGTON LED 5' 18" 105080123 51 120/240
ARUE_ 70 4K XX_A3]X XXXX 5 - g
Z 6 ¥| MH: 16, w !
2 | SL15 NIA CONC W/ AMS 15 | NA 70W WASHINGTON LED 5 18" 105080123 | 51 | 120/240
—
3 s e 18 3 SL16 N/A CONC W/ AMS 15' N/A 70W WASHINGTON LED 5 18" 105080123 51 120/240
3 b/ fo 6,838 S.F.
2 2 . o SL17 N/A CONC W/ AMS 15' N/A 70W WASHINGTON LED 5' 18" 105080123 51 120/240
o o 09
© s | @ |[os )
u«j' 5s ﬁ e — ,,n}”‘o SL18 N/A CONC W/ AMS 15' N/A 70W WASHINGTON LED 5' 18" 105080123 51 120/240
> 4 o3 a o P?\N Im
% 8,242 S.F. A =
2 e 17 4
6,839 S.F.
0940
5 s _
9,755 S F. T S & L
)5 16 K A
b2 \ ob<—08 6,909 S.F. © 5
2 ‘. . .m i
APROX. LOC. RGN @ B
& " TAX LOT 2 - i T
03 ‘0.4 — 9'
-
%) be 5ak s 2 |
N
Od . . 1o of7 Iﬁ
8 6 /0 15 | —
u 9,274 S.F. 7,228 S.F.
= Ty - L
g oy [09" bo\ Yoz ' Vicinity Map
on] vl [fof Thomas Guide Pg. 507, Sec. D-6
7 o ‘ 0.3 /l 5 14 ‘S.Eq?rd IMdJ" & Mg O .:-FTQ\ hé{; f;: N
I 7,023 S.F. ) ”§” 8,466 S.F. ey ] %
T g‘“"
i &
3 . A paint PASE f
0.3 s o3/ /o | é;_e,lO ﬁ =
3 0.2, © ES:’:&SII] 5t ;: 8
AR ‘lr 5 MGth £ . 8
cossr b s, ; JOB SITE 2
’ i : ol w T R ACT B PROJECT PHASE NOTIF# ORDER# % B & N
B < PWR  Superior a Earhp s e - w
J O AL = St Light 105080123 2 Anst
) . = Relocation e ‘
o6 BO o a :7 A3 X XXXX P4 Removal £ 50, l‘:; & ut
N g Temporary e £ S
SO oo |/ 3 Job Order S i & L
9 MNEZ 16 12 2 GAS Distribution 5 e s2nd st
5,261 S.F. S\ 0.355 S.F. o Ei '\S"\‘;";‘MS & st sard st
ol o I z CABLETV 4 & I 2
DA b2 )2 % PHONE A at 2 i )
5 Owner / Developer Contact Info
) o Project Manager Contact Information:
b3 [ b2 8 ManagerRAWLEY ROBINS
A i Cell Phone:  205:604-3151 ATTN: JUSTIN LAGER N/A offi
10 N HAWK ESTATES INTERIOR w Ml + JUSTIN LAGERS office
S y :
5,727 S.F. ) . _ 5 ‘ _ _ Developer Yes PSE For contacts below dial 1-888-CALL PSE (225-5773)
2 no/ op|((8l Hluminance (Fc) ; N OT AP P R OVE D - ofPSI?rrc]e;/tI?_\i,érﬁe'lt'illLe rosaies ITEg)?;tjr;re:s Required” $zs CALL (800) 424-5555
S Average = 0.52 ) i e o o v 2 BUSINESS DAYS BEFORE YOU DIG
BV AR mf':l)fimum =ol.13 P Fovi d e | Ig ht | evel for LOC&I Wire Entrance Street Light 5'-0" Street light tube o = THIS SKETCH oY To B2 RELTED JRON FOR BXACT ORATION oF EXISTING PACLTES
(ls M inimum = 0. Slot Tube : CORRECTIVE / REAL ESTATE/EASEMENT PERMIT
il Avg/Min Ratio = 5.20 Street per COl Street Standard set 2" below grade. Road Sid X|  NEwBUSINESS 10 DAY WAIVED N/A N/A
b M M H H Field Side ] oal jae
Ry 2 . and limit spill into Tract C per | N ) T RIS e I RIS S FUNCTION CONTACT | PHONENO | DATE
ON EASEMENT NS TRACT "C Field 45 Road e Waanans taare 2 ACCOUNT MGR Jeremy Michel | 425-462-3363
10516001493 711 - o oo Ay [He SEZ’\éSgZ:)Vg FAREA COl IMC Side 45° Side o 1 5/20/15 BW REVISED SL LOC. PER DEVREQ |ENGR - POWER Bryan Waters | 425-736-9109
/03 S.F. ot ' o :én?[(ra6nc\;/: Irselot REV# BY |DESCRIPTION ENGR - GAS
S118 v e @ 26" COUNTY Emer Sect |Gas Wk Ctr |POWER WK CTR DRAWN BY B. WATERS | 425-736-9109 |12/29/15
2 ‘é"ri;fance Stot KING 3515 CHECKED BY
TN 1/4 SEC OP MAP PLAT MAP APPROVED BY
L [T e R R s = % Position 3" x 6" wire entrance slot 45 degrees 45° / N/A FOREMAN #1
‘ — s T ' Lsgy"trhrr'gﬂ‘;;rzr:nf‘e'r"; perpendicular to road- U-MAP NO (POWER) |OHCKTMAP |UG CKTMAP |CIRCUITNO  |FOREMAN #2
f § ﬁ 30.01 45° [——— 2605E099 265-144 N/A HWD-22 MAPPING
. SE. IR S. LINE N. 1/2, NW. 1/4, NW. 1/4 SEC. 22-24. JOINT FACILITIES ARRANGEMENTS
q : o® UTILITIES N/A N/A N/A N/A
2 %38" 1
x° = g 20X38' SANITARY ?@%’L — N CONTACT N/A N/A NIA NIA
N EASEMENT REC. NO. a 18" - 24" Minimum PHONE# N/A N/A N/A N/A
B 0140516001493 TAX LOT 222406-9020 - Depending on INCIDENT MAGP
©° 9 STREET LIGHT TUBE DETAIL Pole Type PUGET HAWK ESTATES - IN PLAT N —
o :
[ A A L SITE PLAN - IN PLAT - HAWK ESTATES SCALE: NONE SOUND STREET LIGHTING ANALYSIS as Order ect Order
1 > 105080123
P < SCALE: 1"=40' ENERGY 23121 SE 48TH ST. ISSAQUAH, WA. 98029 SCALE PAGE
m DESIGNED BY: INTOLIGHT 1" = 40° 1of1




